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Pyramid Industries®

CATV Product Solutions

Introduction
Pyramid Industries is an industry-leading manufacturer and marketer of nonmetallic
premise and outside plant wire and cable management products for the electrical,
utility, and telecommunications markets. The company has the world’s broadest line of
nonmetallic cable management products specifically designed for ease of installation,
greater performance and lower installed cost. Pyramid Industries also provides 
technical assistance, field support, and training. And with more than 50 years 
experience designing, engineering, and manufacturing innovative products for wire and
cable management, you know you’ll be working with a company you can trust.

Can you afford not to build or design a conduit system for your 
network?

Fiber/cable is expensive. That’s why it’s important to protect and organize your 
investment now and in the future.

Protect
Installing fiber/cable in a conduit system protects against damage, eliminates 
disruption and ensures the integrity of the system.

Organize 
Pyramid Industries cable management products provide you with a complete 
conduit system to help efficiently manage the increasing amounts of fiber/cable
being installed today.

Identify 
Conduit systems help identify network ownership, and identify/segregate various
services.

Future-Proof
Pyramid Industries conduit systems provide the roadways/path that will allow you
to easily upgrade, add or replace fiber/cable in the network.

www.carlonsales.com
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High Density Polyethylene (HDPE) Conduit

Solidwall High Density Polyethylene (HDPE) Conduit

Standard Length – Reels and Coils

Size Color Part No. Type Wall
Pull 
Tape

Reel 
Size

Reel
Length

Prod.
Wt. per 
100 ft.
(lbs.)

3/4"
Black A3C9N1ANNG5000 S/S SDR 13.5 200 lb. 66x48 5000 10.22

Grey A3C9N1ENNA5000 S/S SDR 13.5 Empty 66x48 5000 10.22

Grey A3C9N1ENNG5000 S/S SDR 13.5 200 lb. 66x48 5000 10.22

Orange A3C9N1JNNG5000 S/S SDR 13.5 200 lb. 66x48 5000 10.22

1"

Orange A5C6N1JNNA5000 S/S SDR 11 Empty 66x48 5000 19.33

Orange A5C6N1JNNB5000 S/S SDR 11 1130 lb. 66x48 5000 19.33

Orange A5C6N1JNNA7000 S/S SDR 11 Empty 72x48 7000 19.33

Orange A5C6N1JNNB7000 S/S SDR 11 1130 lb. 72x48 7000 19.33

Black A5C9N1ANNA7000 S/S SDR 13.5 Empty 72x48 7000 16.05

Black A5C9N1ANNB7000 S/S SDR 13.5 1130 lb. 72x48 7000 16.05

Grey A5C9N1ENNA7000 S/S SDR 13.5 Empty 72x48 7000 16.05
Grey A5C9N1ENNC6000 S/S SDR 13.5 1250 lb. 66x48 6000 16.05

Grey A5C9N1ENNB7000 S/S SDR 13.5 1130 lb. 72x48 7000 16.05

Orange A5C9N1JNNB250 S/S SDR 13.5 1130 lb. Coil 250 16.05

Orange A5C9N1JNNB500 S/S SDR 13.5 1130 lb. Coil 500 16.05

Orange A5C9N1JNNA2000 S/S SDR 13.5 Empty 48x48 2000 16.05

Orange A5C9N1JNNB2000 S/S SDR 13.5 1130 lb. 48x48 2000 16.05

Orange A5C9N1JNNA2500 S/S SDR 13.5 Empty 48x48 2500 16.05

Orange A5C9N1JNNB2500 S/S SDR 13.5 1130 lb. 48x48 2500 16.05

Orange A5C9N1JNNA5000 S/S SDR 13.5 Empty 66x48 5000 16.05

Orange A5C9N1JNNB5000 S/S SDR 13.5 1130 lb. 66x48 5000 16.05

Orange A5C9N1JNNC6000 S/S SDR 13.5 1250 lb. 66x48 6000 16.05

Orange A5C9N1JNNA7000 S/S SDR 13.5 Empty 72x48 7000 16.05

Orange A5C9N1JNNB7000 S/S SDR 13.5 1130 lb. 72x48 7000 16.05

11/4"

Orange A6C4N1JNNC2500 S/S SCH 40 1250 lb. 66x48 2500 28.68

Black A6C6N1ANNA2500 S/S SDR 11 Empty 66x48 2500 30.95

Black A6C6N1ANNB2500 S/S SDR 11 1130 lb. 66x48 2500 30.95

Black A6C6N1ANNA5000 S/S SDR 11 Empty 82x48 5000 30.95

Black A6C6N1ANNB5000 S/S SDR 11 1130 lb. 82x48 5000 30.95
Black A6C6N1ANNA8000 S/S SDR 11 Empty 96x48 8000 30.95
Black A6C6N1ANNB8000 S/S SDR 11 1130 lb. 96x48 8000 30.95

Grey A6C6N1ENNA2500 S/S SDR 11 Empty 66x48 2500 30.95

Grey A6C6N1ENNB2500 S/S SDR 11 1130 lb. 66x48 2500 30.95

Grey A6C6N1ENNA5000 S/S SDR 11 Empty 82x48 5000 30.95

Grey A6C6N1ENNB5000 S/S SDR 11 1130 lb. 82x48 5000 30.95

Grey A6C6N1ENNA8000 S/S SDR 11 Empty 96x48 8000 30.95

Grey A6C6N1ENNB8000 S/S SDR 11 1130 lb. 96x48 8000 30.95

Orange A6C6N1JNNA2500 S/S SDR 11 Empty 66x48 2500 30.95

Orange A6C6N1JNNB2500 S/S SDR 11 1130 lb. 66x48 2500 30.95

Orange A6C6N1JNNA5000 S/S SDR 11 Empty 82x48 5000 30.95
Orange A6C6N1JNNB5000 S/S SDR 11 1130 lb. 82x48 5000 30.95
Orange A6C6N1JNNC5000 S/S SDR 11 1250 lb. 82x48 5000 30.95

Orange A6C6N1JNNA8000 S/S SDR 11 Empty 96x48 8000 30.95
Orange A6C6N1JNNB8000 S/S SDR 11 1130 lb. 96x48 8000 30.95

Black/Rds A6C9N1A3KC5000 S/S SDR 13.5 1250 lb. 82x48 5000 25.68

Black A6C9N1ANNA2500 S/S SDR 13.5 Empty 66x48 2500 25.68

Black A6C9N1ANNB2500 S/S SDR 13.5 1130 lb. 66x48 2500 25.68

Black A6C9N1ANNA5000 S/S SDR 13.5 Empty 82x48 5000 25.68

Black A6C9N1ANNB5000 S/S SDR 13.5 1130 lb. 82x48 5000 25.68

Black A6C9N1ANNA8000 S/S SDR 13.5 Empty 96x48 8000 25.68

Black A6C9N1ANNB8000 S/S SDR 13.5 1130 lb. 96x48 8000 25.68

Size Color Part No. Type Wall
Pull 
Tape

Reel 
Size

Reel
Length

Prod.
Wt. per 
100 ft.
(lbs.)

11/4"

Grey A6C9N1ENNA2500 S/S SDR 13.5 Empty 66x48 2500 25.68

Grey A6C9N1ENNB2500 S/S SDR 13.5 1130 lb. 66x48 2500 25.68

Grey A6C9N1ENNA5000 S/S SDR 13.5 Empty 82x48 5000 25.68

Grey A6C9N1ENNB5000 S/S SDR 13.5 1130 lb. 82x48 5000 25.68

Grey A6C9N1ENNA8000 S/S SDR 13.5 Empty 96x48 8000 25.68

Grey A6C9N1ENNB8000 S/S SDR 13.5 1130 lb. 96x48 8000 25.68

Orange A6C9N1JNNB250 S/S SDR 13.5 1130 lb. Coil 250 25.68

Orange A6C9N1JNNB500 S/S SDR 13.5 1130 lb. Coil 500 25.68

Orange A6C9N1JNNB2000 S/S SDR 13.5 1130 lb. 66x48 2000 25.68

Orange A6C9N1JNNA2500 S/S SDR 13.5 Empty 66x48 2500 25.68

Orange A6C9N1JNNB2500 S/S SDR 13.5 1130 lb. 66x48 2500 25.68

Orange A6C9N1JNNC2500 S/S SDR 13.5 1250 lb. 66x48 2500 25.68

Orange A6C9N1JNNA5000 S/S SDR 13.5 Empty 82x48 5000 25.68

Orange A6C9N1JNNB5000 S/S SDR 13.5 1130 lb. 82x48 5000 25.68

Orange A6C9N1JNNC5000 S/S SDR 13.5 1250 lb. 82x48 5000 25.68

Orange A6C9N1JNNA8000 S/S SDR 13.5 Empty 96x48 8000 25.68

Orange A6C9N1JNNB8000 S/S SDR 13.5 1130 lb. 96x48 8000 25.68

11/2"

Orange A9C4N1JNNC2500 S/S SCH 40 1250 lb. 96x48 2500 34.29

Blk/3Rds A9C6N1A3KA6000 S/S SDR 11 Empty 96x48 6000 40.59

Black A9C6N1ANNA2500 S/S SDR 11 Empty 66x48 2500 40.59

Black A9C6N1ANNB2500 S/S SDR 11 1130 lb. 66x48 2500 40.59

Black A9C6N1ANNA5000 S/S SDR 11 Empty 96x48 5000 40.59

Black A9C6N1ANNB5000 S/S SDR 11 1130 lb. 96x48 5000 40.59

Grey A9C6N1ENNA2500 S/S SDR 11 Empty 66x48 2500 40.59

Grey A9C6N1ENNB2500 S/S SDR 11 1130 lb. 66x48 2500 40.59

Grey A9C6N1ENNA5000 S/S SDR 11 Empty 96x48 5000 40.59

Grey A9C6N1ENNB5000 S/S SDR 11 1130 lb. 96x48 5000 40.59

Orange A9C6N1JNNA2500 S/S SDR 11 Empty 66x48 2500 40.59

Orange A9C6N1JNNB2500 S/S SDR 11 1130 lb. 66x48 2500 40.59

Orange A9C6N1JNNA5000 S/S SDR 11 Empty 96x48 5000 40.59

Orange A9C6N1JNNB5000 S/S SDR 11 1130 lb. 96x48 5000 40.59

Blk/3Rds A9C9N1A3KC4600 S/S SDR 13.5 1250 lb. 96x48 4600 33.42

Black A9C9N1ANNA2500 S/S SDR 13.5 Empty 66x48 2500 33.42

Black A9C9N1ANNB2500 S/S SDR 13.5 1130 lb. 66x48 2500 33.42

Black A9C9N1ANNA5000 S/S SDR 13.5 Empty 96x48 5000 33.42

Black A9C9N1ANNB5000 S/S SDR 13.5 1130 lb. 96x48 5000 33.42

Grey A9C9N1ENNA2500 S/S SDR 13.5 Empty 66x48 2500 33.42

Grey A9C9N1ENNB2500 S/S SDR 13.5 1130 lb. 66x48 2500 33.42

Grey A9C9N1ENNA5000 S/S SDR 13.5 Empty 96x48 5000 33.42

Grey A9C9N1ENNB5000 S/S SDR 13.5 1130 lb. 96x48 5000 33.42

Orange A9C9N1JNNB2000 S/S SDR 13.5 1130 lb. 66x48 2000 33.42

Orange A9C9N1JNNA2500 S/S SDR 13.5 Empty 66x48 2500 33.42

Orange A9C9N1JNNB2500 S/S SDR 13.5 1130 lb. 66x48 2500 33.42

Orange A9C9N1JNNB4000 S/S SDR 13.5 1130 lb. 82x48 4000 33.42

Orange A9C9N1JNNC4600 S/S SDR 13.5 1250 lb. 96x48 4600 33.42

Orange A9C9N1JNNA5000 S/S SDR 13.5 Empty 96x48 5000 33.42

Orange A9C9N1JNNB5000 S/S SDR 13.5 1130 lb. 96x48 5000 33.42

Applications: Underground (direct bury),
or placed inside existing duct (innerduct)

Installation methods: Plowing, open/continuous trench,
directional boring or pulled through existing conduits.

Top
Sellers

Standard Length – Reels and Coils

Gross Automation (877) 268-3700 · www.carlonsales.com · sales@grossautomation.com



Solidwall High Density Polyethylene (HDPE) Conduit

www.carlonsales.com  7

High Density Polyethylene (HDPE) Conduit

Standard Length – Reels and Coils

Size Color Part No. Type Wall
Pull 
Tape

Reel 
Size

Reel
Length

Prod.
Wt. per 
100 ft.
(lbs.)

2"

Orange A13C4N1JNNC2500 S/S SCH 40 1250 lb. 82x48 2500 46.09

T Cotta A13C5N1LNNC2500 S/S SCH 80 1250 lb. 82x48 2500 63.37

Black A13C6N1ANNA2500 S/S SDR 11 Empty 82x48 2500 63.36

Black A13C6N1ANNB2500 S/S SDR 11 1130 lb. 82x48 2500 63.36

Black A13C6N1ANNA3000 S/S SDR 11 Empty 96x48 3000 63.36

Black A13C6N1ANNB3000 S/S SDR 11 1130 lb. 96x48 3000 63.36

Black A13C6N1ANNA4000 S/S SDR 11 Empty 96x48 4000 63.36

Black A13C6N1ANNB4000 S/S SDR 11 1130 lb. 96x48 4000 63.36

Grey A13C6N1ENNA2500 S/S SDR 11 Empty 82x48 2500 63.36

Grey A13C6N1ENNB2500 S/S SDR 11 1130 lb. 82x48 2500 63.36

Grey A13C6N1ENNA3000 S/S SDR 11 Empty 96x48 3000 63.36

Grey A13C6N1ENNB3000 S/S SDR 11 1130 lb. 96x48 3000 63.36

Grey A13C6N1ENNA4000 S/S SDR 11 Empty 96x48 4000 63.36

Grey A13C6N1ENNB4000 S/S SDR 11 1130 lb. 96x48 4000 63.36

Orange A13C6N1JNNA2500 S/S SDR 11 Empty 82x48 2500 63.36

Orange A13C6N1JNNB2500 S/S SDR 11 1130 lb. 82x48 2500 63.36

Orange A13C6N1JNNC2500 S/S SDR 11 1250 lb. 82x48 2500 63.36

Orange A13C6N1JNNA4000 S/S SDR 11 Empty 96x48 4000 63.36

Orange A13C6N1JNNB4000 S/S SDR 11 1130 lb. 96x48 4000 63.36

Red A13C9D1KNNB4000 S/S SDR 13.5 Lube 1130 lb. 96x48 4000 52.16

Blk/3Rds A13C9N1A3KA2500 S/S SDR 13.5 Empty 82x48 2500 52.16

Blk/3Rds A13C9N1A3KB2500 S/S SDR 13.5 1130 lb. 82x48 2500 52.16

Blk/3Rds A13C9N1A3KC2500 S/S SDR 13.5 1250 lb. 82x48 2500 52.16

Black A13C9N1ANNA2500 S/S SDR 13.5 Empty 82x48 2500 52.16

Black A13C9N1ANNB2500 S/S SDR 13.5 1130 lb. 82x48 2500 52.16

Black A13C9N1ANNC2500 S/S SDR 13.5 1250 lb. 82x48 2500 52.16

Black A13C9N1ANNA3000 S/S SDR 13.5 Empty 84x48 3000 52.16

Black A13C9N1ANNB3000 S/S SDR 13.5 1130 lb. 84x48 3000 52.16

Black A13C9N1ANNA4000 S/S SDR 13.5 Empty 96x48 4000 52.16

Black A13C9N1ANNB4000 S/S SDR 13.5 1130 lb. 96x48 4000 52.16

Grey A13C9N1ENNA3000 S/S SDR 13.5 Empty 84x48 3000 52.16

Grey A13C9N1ENNB3000 S/S SDR 13.5 1130 lb. 84x48 3000 52.16

Grey A13C9N1ENNA4000 S/S SDR 13.5 Empty 96x48 4000 52.16

Grey A13C9N1ENNB4000 S/S SDR 13.5 1130 lb. 96x48 4000 52.16

Orange A13C9N1JNNB1000 S/S SDR 13.5 1130 lb. 66x48 1000 52.16

Orange A13C9N1JNNA2500 S/S SDR 13.5 Empty 82x48 2500 52.16

Orange A13C9N1JNNB2500 S/S SDR 13.5 1130 lb. 82x48 2500 52.16

Orange A13C9N1JNNC2500 S/S SDR 13.5 1250 lb. 82x48 2500 52.16

Orange A13C9N1JNNA3000 S/S SDR 13.5 Empty 84x48 3000 52.16

Orange A13C9N1JNNB3000 S/S SDR 13.5 1130 lb. 84x48 3000 52.16

Orange A13C9N1JNNA4000 S/S SDR 13.5 Empty 96x48 4000 52.16

Orange A13C9N1JNNB4000 S/S SDR 13.5 1130 lb. 96x48 4000 52.16

Red A13C9N1KNNC2500 S/S SDR 13.5 1250 lb. 82x48 2500 52.16

21/2"
Black A14C9N1ANNA2500 S/S SDR 13.5 Empty 96x48 2500 76.41

Grey A14C9N1ENNA2500 S/S SDR 13.5 Empty 96x48 2500 76.41

Standard Length – Reels and Coils

Size Color Part No. Type Wall
Pull 
Tape

Reel 
Size

Reel
Length

Prod.
Wt. per 
100 ft.
(lbs.)

3"

Black A15C6N1ANNA1000 S/S SDR 11 Empty 96x48 1000 136.36

Black A15C6N1ANNB1000 S/S SDR 11 1130 lb. 96x48 1000 136.36

Grey A15C6N1ENNA1000 S/S SDR 11 Empty 96x48 1000 136.36

Grey A15C6N1ENNB1000 S/S SDR 11 1130 lb. 96x48 1000 136.36

Orange A15C6N1JNNA1000 S/S SDR 11 Empty 96x48 1000 136.36

Orange A15C6N1JNNB1000 S/S SDR 11 1130 lb. 96x48 1000 136.36

Orange A15C6N1JNNC1000 S/S SDR 11 1250 lb. 96x48 1000 136.36

Blk/Rds A15C9N1A3KA1000 S/S SDR 13.5 Empty 96x48 1000 113.12

Black A15C9N1ANNA1000 S/S SDR 13.5 Empty 96x48 1000 113.12

Black A15C9N1ANNB1000 S/S SDR 13.5 1130 lb. 96x48 1000 113.12

Grey A15C9N1ENNA1000 S/S SDR 13.5 Empty 96x48 1000 113.12

Grey A15C9N1ENNB1000 S/S SDR 13.5 1130 lb. 96x48 1000 113.12

Orange A15C9N1JNNA1000 S/S SDR 13.5 Empty 96x48 1000 113.12

Orange A15C9N1JNNB1000 S/S SDR 13.5 1130 lb. 96x48 1000 113.12

Orange A15C9N1JNNC1000 S/S SDR 13.5 1250 lb. 96x48 1000 113.12

4"

Blk/3Rds A16B9N1A3KA766 RIB SDR 13.5 Empty 96x48 766 186.99

Orange A16C26N1JNNA700 S/S SDR 11.5 Empty 102x48 700 206.40

Orange A16C26N1JNNB700 S/S SDR 11.5 1130 lb. 102x48 700 206.40

Orange A16C26N1JNNC700 S/S SDR 11.5 1250 lb. 102x48 700 206.40

Black A16C6N1ANNA550 S/S SDR 11 Empty 96x48 550 225.48

Black A16C6N1ANNB550 S/S SDR 11 1130 lb. 96x48 550 225.48

Black A16C6N1ANNA766 S/S SDR 11 Empty 102x48 766 225.48

Black A16C6N1ANNB766 S/S SDR 11 1130 lb. 102x48 766 225.48

Black A16C6N1ANNA1000 S/S SDR 11 Empty 114x48 1000 225.48

Grey A16C6N1ANNB1000 S/S SDR 11 1130 lb. 114x48 1000 225.48

Grey A16C6N1ENNB550 S/S SDR 11 1130 lb. 96x48 550 225.48

Grey A16C6N1ENNA766 S/S SDR 11 Empty 102x48 766 225.48

Grey A16C6N1ENNB766 S/S SDR 11 1130 lb. 102x48 766 225.48

Grey A16C6N1ENNA1000 S/S SDR 11 Empty 114x48 1000 225.48

Orange A16C6N1ENNB1000 S/S SDR 11 1130 lb. 114x48 1000 225.48

Orange A16C6N1JNNA550 S/S SDR 11 Empty 96x48 550 225.48

Orange A16C6N1JNNB550 S/S SDR 11 1130 lb. 96x48 550 225.48

Orange A16C6N1JNNC550 S/S SDR 11 1250 lb. 96x48 550 225.48

Orange A16C6N1JNNA766 S/S SDR 11 Empty 102x48 766 225.48

Orange A16C6N1JNNB766 S/S SDR 11 1130 lb. 102x48 766 225.48

Orange A16C6N1JNNA1000 S/S SDR 11 Empty 114x48 1000 225.48

Orange A16C6N1JNNB1000 S/S SDR 11 1130 lb. 114x48 1000 225.48

Blk/3 Rds A16C9N1A3KC550 S/S SDR 13.5 1130 lb. 96x48 550 186.99

Blk/3 Rds A16C9N1A3KA766 S/S SDR 13.5 Empty 102x48 766 186.99

Black A16C9N1ANNA550 S/S SDR 13.5 Empty 96x48 550 186.99

Black A16C9N1ANNB550 S/S SDR 13.5 1130 lb. 96x48 550 186.99

Black A16C9N1ANNC550 S/S SDR 13.5 1130 lb. 96x48 500 186.99

Black A16C9N1ANNA766 S/S SDR 13.5 Empty 102x48 766 186.99

Gross Automation (877) 268-3700 · www.carlonsales.com · sales@grossautomation.com
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High Density Polyethylene (HDPE) Conduit

How to Build a Part Number:

Product Size Type Wall Options Splits Color Stripes Tape Length

A = HDPE 2 = 1/2"
3 = 3/4"
5 = 1"
6 = 1-1/4"
9 = 1-1/2"

13 = 2"
14 = 2-1/2"
15 = 3"
16 = 4"
17 = 4.75"
18 = 5"
22 = 6"
23 = 7"
24 = 8"
25 = 10"
26 = 12"
27 = 14"
28 = 16"

C = Smooth/Smooth 4 = SCH 40
5 = SCH 80
6 = SDR 11
9 = SDR 13.5
13 = SDR 15.5
14 = SDR 17
16 = SDR 21
22 = SDR 7
24 = SDR 9
26 = SIDR 11.5
27 = SIDR 11.5 True
29 = SIDR 15
34 = SIDR 7
36 = SIDR 9
37 = SIDR 9 True
42 = TC-7A
45 = True 11
46 = True 9

N = None
D = Lube Duct

1 = 1 Way Single
2 = 2 Way Segmented
3 = 3 Way Segmented
4 = 4 Way Segmented
5 = 2 Way Parallel
6 = 3 Way Parallel
7 = 4 Way Parallel
12 = 2 Way Compart
13 = 3 Way Compart
14 = 4 Way Compart

A = Black
B = Blue
C = Brown
D = Buff
E = Grey
F = Green
G = Lilac
H = Lt. Green
J = Orange
K = Red
L = Terra Cotta
M = White
N = Yellow

NN = None
3A = Black Stripes
3B = Blue Stripes
3C = Brown Stripes
3D = Buff Stripes
3E = Grey Stripes
3F = Green Stripes
3G = Lilac Stripes
3H = Lt. Green Stripes
3J = Orange Stripes
3K = Red Stripes
3L = Terra Cotta Stripes
3M = White Stripes
3N = Yellow Stripes

A = Empty
B = 1130 lbs. Polyester Tape
C = 1250 lbs. Polyester Tape
D = 1500 lbs. Polyester Tape
E = 1800 lbs. Polyester Tape
G = 200 lbs. Polyester Tape
J = 2500 lbs. Polyester Tape
K = 400 lbs. Detect. Polyester Tape
T = 1250 lbs. Poly Metric Tape
V = 1250 lbs. Detectable 

22G Poly Tape

1500
(Equals 1500 Feet)

Standard Length – Reels and Coils

Size Color Part No. Type Wall
Pull 
Tape

Reel 
Size

Reel
Length

Prod.
Wt. per 
100 ft.
(lbs.)

4"

Black A16C9N1ANNB766 S/S SDR 13.5 1130 lb. 102x48 766 186.99

Black A16C9N1ANNA1000 S/S SDR 13.5 Empty 114x48 1000 186.99

Black A16C9N1ANNB1000 S/S SDR 13.5 1130 lb. 114x48 1000 186.99

Grey A16C9N1ENNA550 S/S SDR 13.5 Empty 96x48 550 186.99

Grey A16C9N1ENNB550 S/S SDR 13.5 1130 lb. 96x48 550 186.99

Grey A16C9N1ENNA766 S/S SDR 13.5 Empty 102x48 766 186.99

Grey A16C9N1ENNB766 S/S SDR 13.5 1130 lb. 102x48 766 186.99

Grey A16C9N1ENNA1000 S/S SDR 13.5 Empty 114x48 1000 186.99

Grey A16C9N1ENNB1000 S/S SDR 13.5 1130 lb. 114x48 1000 186.99

Orange A16C9N1JNNA550 S/S SDR 13.5 Empty 96x48 550 186.99

Orange A16C9N1JNNB550 S/S SDR 13.5 1130 lb. 96x48 550 186.99

Orange A16C9N1JNNC550 S/S SDR 13.5 1250 lb. 96x48 550 186.99

Orange A16C9N1JNNA766 S/S SDR 13.5 Empty 102x48 766 186.99

Orange A16C9N1JNNB766 S/S SDR 13.5 1130 lb. 102x48 766 186.99

Orange A16C9N1JNNA1000 S/S SDR 13.5 Empty 114x48 1000 186.99

Orange A16C9N1JNNB1000 S/S SDR 13.5 1130 lb. 114x48 1000 186.99

Red A16C9N1KNNC550 S/S SDR 13.5 1250 lb. 96x48 550 186.99

43/4"
Black A17C9N1ANNA700 S/S SDR 13.5 Empty 102x48 700 198.21

Grey A17C9N1ENNA700 S/S SDR 13.5 Empty 102x48 700 198.21

Orange A17C9N1JNNA700 S/S SDR 13.5 Empty 102x48 700 198.21

Standard Length – Reels and Coils

Size Color Part No. Type Wall
Pull 
Tape

Reel 
Size

Reel
Length

Prod.
Wt. per 
100 ft.
(lbs.)

5"

Blk/3Rds A18B9N1A3KA480 RIB SDR 13.5 Empty 114x48 480 285.93

Black A18C6N1ANNA480 S/S SDR 11 Empty 114x48 480 344.76

Grey A18C6N1ENNA480 S/S SDR 11 Empty 114x48 480 344.76

Orange A18C6N1JNNA480 S/S SDR 11 Empty 114x48 480 344.76

Blk/Rds A18C9N1A3KA480 S/S SDR 13.5 Empty 114x48 480 285.93

Black A18C9N1ANNA480 S/S SDR 13.5 Empty 114x48 480 285.93

Grey A18C9N1ENNA480 S/S SDR 13.5 Empty 114x48 480 285.93

Orange A18C9N1JNNA480 S/S SDR 13.5 Empty 114x48 480 285.93

6"

Blk/6Rds A22B9N1A3KA450 RIB SDR 13.5 Empty 120x48 450 405.87

Black A22C6N1ANNA450 S/S SDR 11 Empty 120x48 450 488.62

Grey A22C6N1ENNA450 S/S SDR 11 Empty 120x48 450 488.62

Orange A22C6N1JNNA450 S/S SDR 11 Empty 120x48 450 488.62

Red A22C9D1KNNA450 S/S SDR 13.5 Lube Empty 120x48 450 405.87

Red A22C9D1KNNB450 S/S SDR 13.5 Lube 1130 lb. 120x48 450 405.87

Blk/Rds A22C9N1A3KA450 S/S SDR 13.5 Empty 120x48 450 405.87

Black A22C9N1ANNA450 S/S SDR 13.5 Empty 120x48 450 405.87

Grey A22C9N1ENNA450 S/S SDR 13.5 Empty 120x48 450 405.87

Orange A22C9N1JNNA450 S/S SDR 13.5 Empty 120x48 450 405.87

Top
Sellers
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High Density Polyethylene (HDPE) Conduit

Aerial HDPE Conduit
Applications: Aerial environments. Used
when rocky terrain makes buried duct 
difficult, or in plant/campus environments
expecting frequent changes.

Installation method: Designed to be lashed to existing
support strands

How to Build a Part Number:

Product Size Type Wall Options Splits Color Stripes Tape Length

E = Aerial 5 = 1" B = Smooth Out/Ribbed In 2 = None - Corr N = None 1 = 1 Way Single A = Black NN = None A = Empty 1500
6 = 1-1/4" C = Smooth/Smooth 6 = SDR 11 D = Lube Duct 2 = 2 Way Partitioned B = 1130 lbs. Polyester Tape (Equals 1500 Feet)
9 = 1-1/2" D = Corrugated 9 = SDR 13.5 3 = 3 Way Partitioned C = 1250 lbs. Polyester Tape

13 = 2" 4 = 4 Way Partitioned D = 1500 lbs. Polyester Tape
5 = 2 Way Parallel E = 1800 lbs. Polyester Tape
6 = 3 Way Parallel J = 2500 lbs. Polyester Tape
7 = 4 Way Parallel T = 1250 lbs. Poly Metric Tape

* Custom Orders are not returnable

* Custom lengths are available in minimum order quantities
Custom Orders

* Custom Orders are not returnable

* Custom lengths are available in minimum order quantities
Custom Orders

Aerial Figure-8 HDPE Conduit

6.6M 1/4" Extra high strength strand
Class A galvanized with flooding compound

10.0M 3/8" Extra high strength strand
Class A galvanized with flooding compound

Strand Applications: Aerial environments. Used when rocky
terrain makes buried duct difficult, or in plant/campus
environments expecting frequent changes.

Installation method: Attaches directly to pole using
a 3-bolt mounting clamp.

How to Build a Part Number:

Product Size Type Wall Options Splits Color Stripes Tape Length

S = Figure 8 - 6.6mm 6 = 1-1/4" B = Smooth Out/Ribbed In 37 = SIDR 9 True N = None 1 = 1 Way A = Black NN = None A = Empty 2500
T = Figure 8 - 10mm C = Smooth/Smooth D = Lube Duct Single B = 1130 lbs. Polyester Tape (Equals 2500 Feet)

C = 1250 lbs. Polyester Tape
D = 1500 lbs. Polyester Tape
E = 1800 lbs. Polyester Tape
J = 2500 lbs. Polyester Tape
T = 1250 lbs. Poly Metric Tape

NOTE: Standard Lengths 2500 ft. and 5000 ft.

Gross Automation (877) 268-3700 · www.carlonsales.com · sales@grossautomation.com
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High Density Polyethylene (HDPE) Conduit

• Cables pre-installed in HDPE – eliminating the
need to pull cables

• Standard wall thicknesses* of Schedule 40,
SDR 11 & SDR 13.5

• Available in sizes* 1/2" – 2"
• ETL Listed (UL 651B) assembly (upon request)

• Manufactured in accordance to 
NEC Articles 352 & 354

• Sequential footage markings
• Pre-lubricated during assembly process
• Conforms to electrical industry specification

Cable In Duct HDPE Conduit

* Note: Other wall thickness & sizes are available upon
request.  Contact your Carlon® representative

Features

Specifications
• Carlon® HDPE Cable-in-Conduit is manufactured to the following various

industry standards and specifications for dimensional requirements.
s ASTM F 2160 - Solid Wall High Density Polyethylene (HDPE) Conduit

Based on Controlled Outside Diameter (OD).
s ASTM D 3485 - Standard specification for Smoothwall Coil-able

Polyethylene (PE) Conduit (duct) for preassembled wire and cable.

s ASTM D 3035 - Polyethylene (PE) Plastic Pipe (SDR) 
Based on Controlled Outside Diameter.

s NEMA TC-7 - Smooth Wall Coilable Polyethylene Electrical 
Plastic Conduit

s UL 651B Continuous length HDPE

• Carlon duct is manufactured from a suitable thermoplastic 
polymer conforming to the minimum standard of PE334470E/C as defined
in ASTM D3350. (See Table 1)

• Carlon® High Density Polyethylene duct is manufactured in the 
following configuration:

s Smoothwall – Smooth Interior and Smooth Exterior wall.

Assembly 
Upon Request

ASTM Test Description Values HDPE
D-1505 Density g/CM3 .941-.955
D-1238 Melt Index, g/10 min Condition E .05-.50
D-790 Flexural Modulus, MPa (PSI) 80,000 min.
D-638 Tensile Strength at yield (psi) 3000 min.
D-1693 Environmental Stress Crack Resistance Condition B,F10 96 hrs. min.
D-746 Brittleness Temperature -75°C

1.0 
General

2.0
Material

• Polyethylene duct extruded as coil-able tubing for use as a 
single or multiple raceway assembly.

• The conduit assembly may be direct buried, encased in 
concrete and used as innerducts.

3.0 Product
Description

• Available in standard lengths of 1000ft & 2500ft.
s Custom Lengths are available in minimum order quantity of 5000ft

4.0 Lengths

• 6 Series Drop Coaxial Cable with Copper-Clad Steel Center
Conductor, Aluminum Braid & Polyethylene Jacket

s Options:
• 60% / 40% Quad-Shield Coverage, Flooded Underground,

Black Jacket
• 60% Braid Coverage, Flooded Underground, Black Jacket
• 60% / 40% Quad-Shield Coverage, Flooded Underground,

Black Jacket, Vertical Tray Medium Power Underground
• 77% Tri-Shield Coverage, Flooded Underground, Black Jacket
• 77% Tri-Shield Coverage, Flooded Underground, Black Jacket,

NEC830 Underground Low Power
• 77% Tri-Shield Coverage, Flooded Underground, Black Jacket,

Vertical Tray medium power underground
• 77% Tri-Shield Coverage, Flooded Underground, Colored

Jacket
• 11 Series Drop Coaxial Cable with Copper-Clad Steel Center

Conductor, Aluminum Braid & Polyethylene Jacket
s Options:

• 60% / 40% Quad-Shield Coverage, Flooded Underground,
Black Jacket

• 60% / 40% Quad-Shield Coverage, Flooded Underground,
Black Jacket, Vertical Tray Medium Power Underground

• 77% Tri-Shield Coverage, Flooded Underground, Colored
Jacket

• 77% Tri-Shield Coverage, Flooded Underground, Black 
Jacket, Vertical Tray Medium Power Underground

• 500 Series Semi-flex Coaxial Cable with Copper-Clad Aluminum 
Center Conductor & Polyethylene Jacket

s Options:
• Flooded Underground

• 625 Series Semi-flex Coaxial Cable with Copper-Clad Aluminum 
Center Conductor & Polyethylene Jacket

s Options:
• Flooded Underground
• Flooded Underground, Tracer Coded

• 750 Series Semi-flex Coaxial Cable with Copper-Clad Aluminum 
Center Conductor & Polyethylene Jacket

s Options:
• Flooded Underground

• 875 Series Semi-flex Coaxial Cable with Copper-Clad Aluminum 
Center Conductor & Polyethylene Jacket

s Options:
• Flooded Underground
• Flooded Underground, Color Coded

Note - Other Coaxial Cables configurations, colors, lengths and sizes are
available.  Please contact your Carlon® Representative with requested

color, size, length and/or Cable type** for further information
** Carlon® Representative will need cable description, type, jacket, 
conductor, etc. upon request. 

5.0
Available

Cables*

Table 1 – Resin Properties The resin properties shall meet or exceed the values listed below for HDPE.

Gross Automation (877) 268-3700 · www.carlonsales.com · sales@grossautomation.com
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High Density Polyethylene (HDPE) Conduit

Toneable HDPE Conduit
Application: Underground 

Installation methods: Plowing, directional boring, or open/continuous trench

• Patented Design: A bare solid copper conductor wire incorporated in
the wall of the conduit underneath a stripe of LDPE.

• Two Styles: 18G and 22G Solid Bare Copper Tone Wire
• Tone wire easily accessible for grounding and coupling
• Standard and compression couplings available

• Allows isolation and/or detection
• Locate using conventional locating devices
• Suitable for direct bury and boring applications
• Sizes: 1/2" through 4"
• Single color stripe option available

Features

Accessories

Specifications

AWG # 18 Solid Bare Copper #22 Solid Bare Copper
Resistivity 6.39 OHMS per 1,000 ft. 16.2 OHMS per 1,000 ft.
Elongation 10% min. 32% min.
Minimum Wall .12 inches .14 inches
Thickness

Conductor Data

* Custom Orders are not returnable

* Custom reel lengths are available in minimum order quantities of 25,000 ft. or min. set up charge
Custom Orders

Toneable Pressure Coupling
Designed to join Carlon®

Toneable Duct System

150 PSI at 73°F

Threaded Plugs 
For use with Toneable Coupling

How to Build a Part Number:
Product Size Type Wall Options Splits Color Stripes Tape Length

A = HDPE 2 = 1/2"
3 = 3/4"
5 = 1"
6 = 1-1/4"
9 = 1-1/2"

13 = 2"
14 = 2-1/2"
15 = 3"
16 = 4"

B = Smooth Out/
Ribbed In

C = Smooth/Smooth

4 = SCH 40
5 = SCH 80
6 = SDR 11
9 = SDR 13.5

J = Toneable/18G
G = Toneable/22G

1 = 1 Way Single
2 = 2 Way Segmented
3 = 3 Way Segmented
4 = 4 Way Segmented
5 = 2 Way Parallel
6 = 3 Way Parallel
7 = 4 Way Parallel
12 = 2 Way Compart
13 = 3 Way Compart
14 = 4 Way Compart

A = Black
B = Blue
C = Brown
D = Buff
E = Grey
F = Green
G = Lilac
H = Lt. Green
J = Orange
K = Red
L = Terra Cotta
M = White
N = Yellow

NN = None
1A = Black Stripe
1B = Blue Stripe
1C = Brown Stripe
1D = Buff Stripe
1E = Grey Stripe
1F = Green Stripe
1G = Lilac Stripe
1H = Lt. Green Stripe
1J = Orange Stripe
1K = Red Stripe
1L = Terra Cotta Stripe
1M = White Stripe
1N = Yellow Stripe

A = Empty
B = 1130 lbs. Polyester Tape
C = 1250 lbs. Polyester Tape
D = 1500 lbs. Polyester Tape
E = 1800 lbs. Polyester Tape
G = 200 lbs. Polyester Tape
J = 2500 lbs. Polyester Tape
T = 1250 lbs. Poly Metric Tape

1500
(Equals 1500 Feet)

Part No.
Nom. O.D.

of Duct
Nom.
O.D.

Std. Ctn.
Qty.

Std. Ctn.
Wt. (lbs.)

TDC100 1" 1.315 60 34

TDC125 1-1/4" 1.66 36 28

TDC150 1-1/2" 1.90 30 31

TDC200 2" 2.375 12 18

Part No.
Nom. O.D.

of Duct
Nom.
O.D.

Std. Ctn.
Qty.

Std. Ctn.
Wt. (lbs.)

TPLG100 1" 1.315 50 4

TPLG125 1-1/4" 1.66 25 3

TPLG150 1-1/2" 1.90 25 3.5

TPLG200 2" 2.375 10 2.7

Gross Automation (877) 268-3700 · www.carlonsales.com · sales@grossautomation.com
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High Density Polyethylene (HDPE) Conduit

Applications: Install in empty or
occupied duct structures

Installation methods: Jetting, blowing or pulled through
duct structures

• Sizes: 10 mm, 12 mm, and 16 mm 
• High tensile strength material for longer pulling distances

• Variety of colors/ stripes for identification - paralleling available 
• Sequential marked footage

Single Duct: One size of mini-duct on a single reel
Parallel Duct: Same size mini-duct, in a mix of 2 to 5 duct configurations, on a single reel.

Note: To calculate parallel-duct footage, deduct 3% per duct from the single-duct footage.

Packaging Configuration

Micro-Gard™ mini-ducts are shipped on disposable wooden reels:

Nominal 
Size (mm)

Reel Size: 35" Flange x 32" Outer Width

Part Number Description
Single 

Duct (ft)
Single Duct 

(meter)
Total 

Weight (lbs)

10 / 8 M51C3D1A3J13000 10/8 MM MICRO PE S/S BLK 3 ORG PL 13,000 3,962 285

12 / 10 M54C3D1A3J9000 12/10 MM MICRO PE S/S BLK 3 ORG PL 9,000 2,743 242

16 / 12 M58C3D1A3J5000 16/12 MM MICRO PE S/S BLK 3 ORG PL 5000 1,524 335

How To Build A Part Number :
Product Size Type Wall Options *Splits Color **Stripes Pull Line Length
M = Micro-Gard 51 = 10/8 mm

54 = 12/10 mm
58 = 16/12 mm

C = Smooth / Smooth 3 = Standard D = Pre-Lubricated 1 = 1 Duct
5 = 2 Ducts
6 = 3 Ducts
7 = 4 Ducts
8 = 5 Ducts

A = Black NN = None
3B = Blue
3C = Buff
3E = Gray
3F = Green
3G = Lilac
3J = Orange
3K = Red
3M = White
3N = Yellow

A = Empty
Z = ***600 lb. Polyester

Woven Tape

5000 = 5000 ft.

* Paralleled          ** Stripes on Black only         *** 10 mm ID and larger

Custom Orders

Micro-Gard push-on couplings and end caps allow each end of Micro-Gard to be easily pushed into place. No tools
required. Push-on couplings and end caps can be used multiple times while maintaining original performance.

Accessories

Micro-Gard® Couplings and End Caps meet or exceed the following performance specifications:

Conduit Size

Pull-Out Sustained Pressure Quick Burst

lb kg PSI BAR PSI BAR
10 / 8 146 66 125 8.6 175 12

12 / 10 139 63 125 8.6 175 12

16 / 12 175 79 125 8.6 175 12

NOTE: All fittings are designed to reduce risk of restriction at coupling or termination point.
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High Density Polyethylene (HDPE) Conduit

Part No. Description Std. Pkg. Qty. Wt. Ea. (lbs.)

MPEC10 10 mm O.D. Push-On End Cap 5 0.065

MPEC12 12 mm O.D. Push-On End Cap 5 0.090

MPEC16 16 mm O.D. Push-On End Cap 5 0.150

End Caps

Part No. Description Std. Ctn. Qty. Wt. Ea. (lbs.)

CC120B Duct Cutter – 10mm to 16mm diameter 10 3.51

Cutters
• Nylon handles and high grade steel blade allow single or multiple cuts with simple squeeze

and rotate method for 10 - 16 mm sizes.

Part No. Description Std. Ctn. Qty. Wt. Ea. (lbs.)

MAPH6 2 to 6-way Adjustable Pulling Harness 1 0.27

Multiple Micro-Gard Pulling Harness: Each 2-Duct segment is detachable.

Part No. Description Std. Ctn. Qty. Wt. Ea. (lbs.)

MAPE1012 Universal Pulling Eye 1 0.13

Multiple Micro-Gard Pulling Eye

Part No. Description Conduit Application Std. Pkg. Qty. Wt. Ea. (lbs.)

MPPC8 8 mm O.D. Plug Cap Use with 10 mm O.D. Conduit 5 0.040

MPPC10 10 mm O.D. Plug Cap Use with 12 mm O.D. Conduit 5 0.055

MPPC12 12 mm O.D. Plug Cap Use with 16 mm O.D. Conduit 5 0.090

Plug Caps (Not for pressure seals)

Part No. Description Std. Pkg. Qty. Wt. Ea. (lbs.)

MPCC10 10 mm O.D. Push-On Coupling 5 0.12

MPCC12 12 mm O.D. Push-On Coupling 5 0.15

MPCC16 16 mm O.D. Push-On Coupling 5 0.25

Couplings

Gross Automation (877) 268-3700 · www.carlonsales.com · sales@grossautomation.com
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High Density Polyethylene (HDPE) Conduit

Standard Length – Reels Standard Length –Coils

How to Build a Part Number:
Product Size Type Wall Options Splits Color Stripes Tape Length

A = HDPE 5 = 1"
6 = 1-1/4"
9 = 1-1/2"

13 = 2"

D = Corrugated 2 = None - Corr N = None -
Custom

E = Slit
S = Standard

Length

1 = 1 Way Single
2 = 2 Way Segmented
3 = 3 Way Segmented
4 = 4 Way Segmented
5 = 2 Way Parallel
6 = 3 Way Parallel
7 = 4 Way Parallel
12 = 2 Way Compart
13 = 3 Way Compart
14 = 4 Way Compart

A = Black
B = Blue
C = Brown
D = Buff
E = Grey
F = Green
G = Lilac
H = Lt. Green
J = Orange
K = Red
L = Terra Cotta
M = White
N = Yellow

NN = None
1A = Black Stripe
1B = Blue Stripe
1C = Brown Stripe
1D = Buff Stripe
1E = Grey Stripe
1F = Green Stripe
1G = Lilac Stripe
1H = Lt. Green Stripe
1J = Orange Stripe
1K = Red Stripe
1L = Terra Cotta Stripe
1M = White Stripe
1N = Yellow Stripe

A = Empty
B = 1130 lbs. Polyester Tape
C = 1250 lbs. Polyester Tape
D = 1500 lbs. Polyester Tape
E = 1800 lbs. Polyester Tape
G = 200 lbs. Polyester Tape
J = 2500 lbs. Polyester Tape
T = 1250 lbs. Poly Metric Tape

1500
(Equals 1500 Feet)

Corrugated HDPE
Applications: Placed inside 
existing ducts (innerduct).

Installation method: Pulled 
through existing conduit.

Size Color Part No.
Nom
I.D.

Nom
O.D.

Pull
Tape

Reel
Size

Reel
length

(ft.)

Prod.
Wt. per
100 ft.
(lbs.)

1"

Orange A5D2S1JNNB1000 1.049 1.340 1130 lb. 48-30-24 1000 12.5

Orange A5D2S1JNNB1800 1.049 1.340 1130 lb. 48-30-24 1800 12.5

Orange A5D2S1JNNB2000 1.049 1.340 1130 lb. 48-41-24 2000 12.5

Orange A5D2S1JNNB2700 1.049 1.340 1130 lb. 48-41-24 2700 12.5
Orange A5D2S1JNNB5000 1.049 1.340 1130 lb. 66-41-24 5000 12.5

Orange A5D2S1JNNB6500 1.049 1.340 1130 lb. 72-41-24 6500 12.5

Orange A5D2S1JNNB7000 1.049 1.340 1130 lb. 72-45-24 7000 12.5
Orange A5D2S1JNNB8000 1.049 1.340 1130 lb. 82-41-24 8000 12.5

11/4"

Orange A6D2S1JNNB1000 1.250 1.565 1130 lb. 48-30-24 1000 14.4
Orange A6D2S1JNNB1600 1.250 1.565 1130 lb. 48-41-24 1600 14.4

Orange A6D2S1JNNB2500 1.250 1.565 1130 lb. 66-41-24 2500 14.4

Orange A6D2S1JNNB4000 1.250 1.565 1130 lb. 66-41-24 4000 14.4

Orange A6D2S1JNNB5000 1.250 1.565 1130 lb. 72-41-24 5000 14.4
Orange A6D2S1JNNB6000 1.250 1.565 1130 lb. 82-41-24 6000 14.4

Orange A6D2S1JNNB7000 1.250 1.565 1130 lb. 84-45-24 7000 14.4

11/2"
Orange A9D2S1JNNB1000 1.500 1.825 1130 lb. 66-41-24 1000 17.8

Orange A9D2S1JNNB2200 1.500 1.825 1130 lb. 66-41-24 2200 17.8

Orange A9D2S1JNNB2900 1.500 1.825 1130 lb. 72-41-24 2900 17.8
Orange A9D2S1JNNB4000 1.500 1.825 1130 lb. 82-41-24 4000 17.8

2"

Orange A13D2S1JNNB500 2.000 2.425 1130 lb. 48-30-24 500 25.0

Orange A13D2S1JNNB750 2.000 2.425 1130 lb. 48-41-24 750 25.0

Orange A13D2S1JNNB1000 2.000 2.425 1130 lb. 66-41-24 1000 25.0

Orange A13D2S1JNNB1500 2.000 2.425 1130 lb. 66-41-24 1500 25.0
Orange A13D2S1JNNB1800 2.000 2.425 1130 lb. 72-41-24 1800 25.0

Orange A13D2S1JNNB2000 2.000 2.425 1130 lb. 82-41-24 2000 25.0

Size Color Part No.
Nom
I.D.

Nom
O.D.

Pull
Tape

Box
Size

Reel
length

(ft.)

Prod.
Wt. per
100 ft.
(lbs.)

1"

Orange A5D2E1JNNA250 1.049 1.340 Empty COIL 250/
Split 12.5

Orange A5D2E1JNNA250B 1.049 1.340 Empty 34-14-34 250/
Split 12.5

Orange A5D2S1JNNB250 1.049 1.340 1130 lb. COIL 250 12.5

Orange A5D2S1JNNB250B 1.049 1.340 1130 lb. 34-14-34 250 12.5

Orange A5D2S1JNNB500 1.049 1.340 1130 lb. COIL 500 12.5

Orange A5D2S1JNNB500B 1.049 1.340 1130 lb. 39-15-39 500 12.5

11/4"

Orange A6D2E1JNNA250 1.250 1.565 Empty COIL 250/
Split 14.4

Orange A6D2E1JNNA250B 1.250 1.565 Empty 39-15-39 250/
Split 14.4

Orange A6D2S1JNNB250 1.250 1.565 1130 lb. COIL 250 14.4

Orange A6D2S1JNNB250B 1.250 1.565 1130 lb. 39-15-39 250 14.4

Orange A6D2S1JNNB500 1.250 1.565 1130 lb. COIL 500 14.4

Orange A6D2S1JNNB500B 1.250 1.565 1130 lb. 44-18-44 500 14.4

11/2"
Orange A9D2S1JNNB250 1.500 1.825 1130 lb. COIL 250 17.8

Orange A9D2S1JNNB250B 1.500 1.825 1130 lb. 44-18-44 250 17.8

Orange A9D2S1JNNB500 1.500 1.825 1130 lb. COIL 500 17.8

2" Orange A13D2S1JNNB250 2.000 2.425 1130 lb. COIL 250 25.0
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High Density Polyethylene (HDPE) Conduit – Accessories

Universal Aluminum Couplings
Universal Aluminum Couplings are self-threading…
drawing each end of the conduit into the center of the coupler.

Terminating Connector

Standard “E-Loc” Couplings
Designed for use with smoothwall OD controlled innerduct (ASTM 23035), Schedule 40 and Schedule 80
innerduct. They’re pressure tight to internal pressures above 200 PSI when restrained or buried. Ideal for
joining PE to PVC or threaded steel conduit.

Nonmetallic Internal Couplings
Nonmetallic, self-threading and are recommended for use with corrugated duct.

Part No. Size Nom. O.D. (of Duct)
EL.084 1/2" .084"
EL1.050 3/4" 1.050"
EL1.315 1" 1.315"
EL1.660 1-1/4" 1.660"
EL1.900 1-1/2" 1.900"
EL2.375 2" 2.375"
EL3.500 3" 3.500"
EL4.500 4" 4.500"
EL5.563 5" 5.563"
EL600 6" 6.625"

Nonmetallic Clamshell Couplings
For use with Corrugated HDPE

Part No. Size Nom. O.D. (of Duct) Std. Ctn. Qty. Std. Ctn. Wt.

E144F 1" 1.34" 30 1.7

E144GT 1-1/4" 1.565" 25 2

Part No. Size Nom. I.D. Range Std. Ctn. Qty. Std. Ctn. Wt.

PIC100 1" 1.05" 100 24

PIC125 1-1/4" 1.25" 100 26

Part No. Size Nom. O.D. Range Std. Ctn. Qty. Std. Ctn. Wt.

TC100 1" .91 – 1.08 12 50

TC125 1-1/4" 1.495 – 1.70 12 52

TC150 1-1/2" 1.80 – 2.00 12 56

TC200 2" 2.31 – 2.52 12 58

Part No. Size Nom. O.D. (Duct Range)
P75 3/4" .91 - 1.08
P100 1" 1.21 - 1.41
P125 1-1/4" 1.44 - 1.68

P150CPLR 1-1/2" 1.80 - 2.02
P200 2" 2.31 - 2.48
P300 3" 3.495 - 3.505
P400 4" 4.41 - 4.65
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Trenchless Raceways and Accessories

Bore-Gard® – UL Listed/RUS Listed
Bore-Gard is designed and proven to meet the rigorous requirements of horizontal directional
drilling for electrical and datacom applications. Its unique design incorporates a water-tight seal and
locking ring that enables fast, cement-free assembly. Bore-Gard is strong enough for 1000 ft. bores
and is available in convenient 10 and 20- foot lengths…ideal for tight spaces and easy to transport
to the job-site.

Part No. Description

BG340SP-010 3" Schedule 40 Bore-Gard – 10 ft. Length

BG340SP-020 3" Schedule 40 Bore-Gard – 20 ft. Length

BG440SP-010 4" Schedule 40 Bore-Gard – 10 ft. Length

BG440SP-020 4" Schedule 40 Bore-Gard – 20 ft. Length

BG540SP-010 5" Schedule 40 Bore-Gard – 10 ft. Length

BG540SP-020 5" Schedule 40 Bore-Gard – 20 ft. Length

BG640SP-010 6" Schedule 40 Bore-Gard – 10 ft. Length

BG640SP-020 6" Schedule 40 Bore-Gard – 20 ft. Length

BG380SP-010 3" Schedule 80 Bore-Gard – 10 ft. Length

BG380SP-020 3" Schedule 80 Bore-Gard – 20 ft. Length

BG480SP-010 4" Schedule 80 Bore-Gard – 10 ft. Length

BG480SP-020 4" Schedule 80 Bore-Gard – 20 ft. Length

Pulling Eyes
Pulling Eyes have a permanent outer sleeve and a seal on pipe O.D. Ideal for Bore-Gard and
Boreable Multi-Gard

Part No. Description

BG3PE 3" Pulling Eye

BG4PE 4" Pulling Eye

BG5PE 5" Pulling Eye

BG6PE 6" Pulling Eye

Locking Straps Gaskets
Size Part No. Std. Ctn. Qty. Part No. Std. Ctn. Qty.

3" GSUP3 1 HBOR3 1

4" GSUP 1 HBOR 1

5" GSUP5 1 HBOR5 1

6" GSUP6 1 HBOR6 1

Boreable Multi-Gard®

Boreable Multi-Gard PVC conduit combines the same unique features as Bore-Gard with 
the convenience of a multi-cell conduit. Boreable Multi-Gard is able to bore up to 500 feet without
labor-intensive operations. It’s available in 3-way and 4-way configurations and comes in 
convenient 10 and 20-foot lengths… ideal for tight spaces and easier to transport to the job-site.

Part No. Description

MFSS3B-020 3-Way Boreable Multi-Gard – 20 ft. Length

MFSS4B-020 4-Way Boreable Multi-Gard – 20 ft. Length
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Multi-Cell Raceways

Multi-Gard® PVC – UL Listed (except where noted by  ) / RUS Listed

Part No. Description

MXSS3S-020 3-Way Type C Multi-Gard – 20ft. Length

MXSS4S-020 4-Way Type C Multi-Gard – 20ft. Length

MFSS3S-020 3-Way Type 40 Multi-Gard – 20ft. Length

MFSS4S-020 4-Way Type 40 Multi-Gard – 20ft. Length

MDSS3S-020 3-Way Type 80 Multi-Gard – 20ft. Length

MDSS4S-020 4-Way Type 80 Multi-Gard – 20ft. Length

Installation method: Trenching, Plowing, Concrete Encased
NOTE: Always install Bell End onto Spigot End

Applications: Outdoor Direct Bury
and Concrete Encasement

Innerducts: 3-Way 1-1/2" or 4-Way 1-1/4"

Multi-Gard® Fiberglass

Part No. Description

MSSS3S-020 3-Way Standard Wall Multi-Gard – 20ft. Length

MSSS4S-020 4-Way Standard Wall Multi-Gard – 20ft. Length

MHSS3S-020 3-Way Heavy Wall Multi-Gard – 20ft. Length

MHSS4S-020 4-Way Heavy Wall Multi-Gard – 20ft. Length

MBSS3S-020 3-Way Bullet Resistant Multi-Gard – 20ft. Length

MBSS4S-020 4-Way Bullet Resistant Multi-Gard – 20ft. Length

Applications: Outdoor (UV Protected) Bridge
Crossings, Areas Subject to Physical Damage

Innerducts: 3-Way 1-1/2" or 
4-Way 1-1/4"

Multi-Gard® Galvanized Steel/PVC-Coated

Part No. Description

MRSS3S-010 3-Way Galvanized Steel Multi-Gard – 10ft. Length

MRSS4S-010 4-Way Galvanized Steel Multi-Gard – 10ft. Length

MPSS3S-010 3-Way PVC-Coated Steel Multi-Gard – 10ft. Length

MPSS4S-010 4-Way PVC-Coated Steel Multi-Gard – 10ft. Length

Applications: Areas Subject to Physical Damage
– Vandalism & Crush. Bridge Crossings

Innerducts: 3-Way 1-1/2" or 
4-Way 1-1/4"

Multi-Gard® EMT

Part No. Description

MESS3S-010 3-Way EMT Multi-Gard – 10ft. Length

MESS4S-010 4-Way EMT Multi-Gard – 10ft. Length

Applications: Indoor – Inside Buildings Innerducts: 3-Way 1-1/2" or 
4-Way 1-1/4"
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Multi-Cell Raceways – Accessories

Multi-Gard® PVC Flexible Bends with Bell

Part No. Description

MRFB3 3-Way

MRFB4 4-Way

Multi-Gard Flexible Bends use a patented design capable of a 4' minimum bend radius
and use the same coupling design as straight sections and fixed bends. All bends are
provided with exclusive, patented engineered plastic innerducts to avoid rope burn-
through. NOTE: After positioning the bend in its application, it is necessary to cut off the
excess innerduct material flush to pipe and deburr both the I.D. and the O.D. of the
innerduct to remove snags.

Multi-Gard® Galvanized Steel – 
PVC-Coated Flexible Steel Bends w/ Spin Coupling
Multi-Gard Flexible Bends use a patented design capable of a 4' minimum bend radius
and use the same coupling design as straight sections and fixed bends. All bends are
provided with exclusive, patented engineered plastic innerducts to avoid rope cut-
through. NOTE: After positioning the bend in its application, it is necessary to cut off the
excess innerduct material flush to pipe and deburr both the I.D. and the O.D. of the
innerduct to remove snags.

How to Build a Part Number:

Product Outerduct type Description Degree/Radius Innerducts

M = Multi-Gard X = Type C
F = Type 40
D = Type 80

F = Flexible B = 4' X 90° 126" Length
C = 6' X 90° 192" Length

3 = 3-Way
4 = 4-Way

J = Jettable

Multi-Gard® Transition Adapters
• Spigot to spigot    
Transition Adapters allow different outerducts to be coupled together while maintaining
same innerduct. Part numbers configured form smaller duct to larger duct

How to Build a Part Number:
Product Outerduct type Description Degree/Radius Innerducts

M = Multi-Gard X = Type C PVC
F = Schedule 40 PVC
D = Schedule 80 PVC

A = Adapter E = EMT
R = Galvanized Steel
B = Fiberglass Bullet Resistant
H = Fiberglass Heavy Wall
S = Fiberglass Standard
F = Schedule 40 PVC
D = Schedule 80 PVC
X = Type C PVC
P = PVC-Coated Steel

3 = 3-Way
4 = 4-Way
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Multi-Cell Raceways – Accessories

Multi-Gard® PVC Fixed Bends with Bell
Multi-Gard Fixed Bends use the same coupling design as straight sections. All bends are
provided with engineered plastic innerducts to avoid rope burn-through. These fixed
bends are jettable.

How to Build a Part Number:

Product Outerduct type Degree Radius O.D. Innerducts Innerduct Wall

M = Multi-Gard X = Type C
F = Type 40
D = Type 80

3 = 11-1/4
5 = 22-1/2
7 = 45
9 = 90

F = 3 Ft.
H = 4 Ft.
J = 6 Ft.

M = 9 Ft.

N = 4" 3 = 3-Way
4 = 4-Way

S = Smooth

Multi-Gard® Fiberglass Fixed Bends with Bell
Multi-Gard Fixed Bends use the same coupling design as straight sections. All bends are
provided with engineered plastic innerducts to avoid rope cut-through into adjacent
innerducts.

How to Build a Part Number:

Product Outerduct type Degree Radius O.D. Innerducts Innerduct Wall

M = Multi-Gard S = Standard
H = Heavy Wall
B = Bullet Resistant

3 = 11-1/4
5 = 22-1/2
7 = 45
9 = 90

H = 4 Ft. N = 4" 3 = 3-Way
4 = 4-Way

S = Smooth

Multi-Gard® Galvanized Steel Fixed Bends with Spin Coupling
Multi-Gard Fixed Bends use the same coupling design as straight sections. All bends are
provided with engineered plastic innerducts to avoid rope cut-through into adjacent
innerducts.

How to Build a Part Number:

Product Outerduct type Degree Radius O.D. Innerducts Innerduct Wall

M = Multi-Gard R = Galvanized Steel
P = PVC-Coated Steel

3 = 11-1/4
5 = 22-1/2
7 = 45
9 = 90

H = 4 Ft.
F = 3 Ft.

N = 4" 3 = 3-Way
4 = 4-Way

S = Smooth

Multi-Gard® EMT Fixed Bends with Set Screw Coupling
Multi-Gard Fixed Bends use the same coupling design as straight sections. All bends are
provided with engineered plastic innerducts to avoid rope cut-through into adjacent
innerducts.

Part No. Description

ME7FN3S 3-Way 45 Degree x 36" Radius Fixed Bend

ME9FN3S 3-Way 90 Degree x 36" Radius Fixed Bend

ME7FN4S 4-Way 45 Degree x 36" Radius Fixed Bend

ME9FN4S 4-Way 90 Degree x 36" Radius Fixed Bend
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PVC Rigid Nonmetallic Conduit (RNC)

Schedule 40 PVC Rigid Nonmetallic Conduit (RNC) – 
UL Listed/ETL Listed/RUS Listed
Carlon Schedule 40 PVC Conduit is listed for underground applications encased in 
concrete or direct bury. It can also be used in exposed or concealed aboveground 
applications. It’s sunlight resistant, rated for use with 90° conductors and offers 
superior weathering characteristics.

Part No. Description

49005-010 1/2" Schedule 40 PVC Conduit – 10ft. Length

49007-010/49007-020 3/4" Schedule 40 PVC Conduit – 10ft. Length/20ft. Length

49008-010/49008-020 1" Schedule 40 PVC Conduit – 10ft. Length/20ft. Length

49009-010/49009-020 1-1/4" Schedule 40 PVC Conduit – 10ft. Length/20ft. Length

49010-010/49010-020 1-1/2" Schedule 40 PVC Conduit – 10ft. Length/20ft. Length

49011-010/49011-020 2" Schedule 40 PVC Conduit – 10ft. Length/20ft. Length

49012-010/49012-020 2-1/2" Schedule 40 PVC Conduit – 10ft. Length/20ft. Length

49013-010/49013-020 3" Schedule 40 PVC Conduit – 10ft. Length/20ft. Length

49014-010/49014-020 3-1/2" Schedule 40 PVC Conduit – 10ft. Length/20ft. Length

49015-010/49015-020 4" Schedule 40 PVC Conduit – 10ft. Length/20ft. Length

49016-010/49016-020 5" Schedule 40 PVC Conduit – 10ft. Length/20ft. Length

49017-010/49017-020 6" Schedule 40 PVC Conduit– 10ft. Length/20ft. Length

Schedule 80 PVC Rigid Nonmetallic Conduit (RNC) – UL
Listed/ETL Listed
Carlon Schedule 80 PVC Conduit is listed for use in aboveground and belowground
applications subject to physical damage. It’s sunlight resistant, rated for use with 90°
conductors and offers superior weathering characteristics.

Part No.

49405-010/49405-020 1/2" Schedule 80 PVC Conduit – 10ft. Length/20ft. Length

49407-010/49407-020 3/4" Schedule 80 PVC Conduit – 10ft. Length/20ft. Length

49408-010/49408-020 1" Schedule 80 PVC Conduit – 10ft. Length/20ft. Length

49409-010/49409-020 1-1/4" Schedule 80 PVC Conduit – 10ft. Length/20ft. Length

49410-010/49410-020 1-1/2" Schedule 80 PVC Conduit – 10ft. Length/20ft. Length

49411-010/49411-020 2" Schedule 80 PVC Conduit – 10ft. Length/20ft. Length

49412-010/49412-020 2-1/2" Schedule 80 PVC Conduit – 10ft. Length/20ft. Length

49413-010/49413-020 3" Schedule 80 PVC Conduit – 10ft. Length/20ft. Length

49415-010/49415-020 4" Schedule 80 PVC Conduit – 10ft. Length/20ft. Length

49416-010 5" Schedule 80 PVC Conduit – 10ft. Length

49417-010/49417-020 6" Schedule 80 PVC Conduit– 10ft. Length/20ft. Length
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PVC Rigid Nonmetallic Conduit (Accessories)

90° Elbow

Schedule 40 Elbows – Standard Radius – UL Listed/ETL Listed
Part No. Description

UA9AD / UA9ADB 1/2" 90° Schedule 40 Elbow – Plain End/Belled End

UA9AE / UA9AEB 3/4" 90° Schedule 40 Elbow – Plain End/Belled End

UA9AF / UA9AFB 1" 90° Schedule 40 Elbow – Plain End/Belled End

UA9AG / UA9AGB 1-1/4" 90° Schedule 40 Elbow – Plain End/Belled End

UA9AH / UA9AHB 1-1/2" 90° Schedule 40 Elbow – Plain End/Belled End

UA9AJ / UA9AJB 2" 90° Schedule 40 Elbow – Plain End/Belled End

UA9AK / UA9AKB 2-1/2" 90° Schedule 40 Elbow – Plain End/Belled End

UA9AL / UA9ALB 3" 90° Schedule 40 Elbow – Plain End/Belled End

UA9AM / UA9AMB 3-1/2" 90° Schedule 40 Elbow – Plain End/Belled End

UA9AN / UA9ANB 4" 90° Schedule 40 Elbow – Plain End/Belled End

UA9AP / UA9APB 5" 90° Schedule 40 Elbow – Plain End/Belled End

UA9AR / UA9ARB 6" 90° Schedule 40 Elbow – Plain End/Belled End

90° Elbow

Schedule 80 Elbows – Standard Radius – UL Listed/ETL Listed

Integral Belled End Dimensions

Part No. Description

UB9AD 1/2" 90° Schedule 80 Elbow – Plain End

UB9AE 3/4" 90° Schedule 80 Elbow – Plain End

UB9AF 1" 90° Schedule 80 Elbow – Plain End

UB9AG 1-1/4" 90° Schedule 80 Elbow – Plain End

UB9AH 1-1/2" 90° Schedule 80 Elbow – Plain End

UB9AJ 2" 90° Schedule 80 Elbow – Plain End

UB9AK 2-1/2" 90° Schedule 80 Elbow – Plain End

UB9AL 3" 90° Schedule 80 Elbow – Plain End

UB9AN 4" 90° Schedule 80 Elbow – Plain End

UB9AP/UB9APB 5" 90° Schedule 80 Elbow – Plain End/Belled End

UB9AR 6" 90° Schedule 80 Elbow – Plain End

Trade
Size

A
At Entrance

B
At Bottom

C
Socket Depth

Max. Min. Max. Min. Max. Min.
1/2" .860 0.844 0.844 0.828 1.500 0.652

3/4" 1.074 1.054 1.056 1.036 1.500 0.719

1" 1.340 1.320 1.320 1.300 1.875 0.875

1-1/4" 1.689 1.665 1.667 1.643 2.000 0.938

1-1/2" 1.930 1.906 1.906 1.882 2.000 1.062

2" 2.405 2.381 2.381 2.357 2.000 1.125

2-1/2" 2.905 2.875 2.883 2.853 3.000 1.469

3" 3.530 3.500 3.507 3.477 3.125 1.594

3-1/2" 4.065 3.965 4.007 3.977 3.250 1.687

4" 4.565 4.465 4.506 4.476 3.375 1.750

5" 5.643 5.543 5.583 5.523 3.625 1.937

6" 6.708 6.608 6.644 6.584 3.750 2.125

Size
A

B
Min

Radius
C

min.
1/2" .840 4" 1-1/2"

3/4" 1.050 4-1/2" 1-1/2"

1" 1.315 5-3/4" 1-7/8"

1-1/4" 1.660 7-1/4" 2"

1-1/2" 1.900 8-1/4" 2"

2" 2.375 9-1/2" 2"

2-1/2" 2.875 10-1/2" 3"

3" 3.500 13" 3-1/8"

3-1/2" 4.000 15" 3-1/4"

4" 4.500 16" 3-3/8"

5" 5.563 24" 3-5/8"

6" 6.625 30" 3-3/4"

A

C

B

Standard Radius Elbow Dimensions 

90°
Elbow

45°
Elbow
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PVC Rigid Nonmetallic Conduit (Accessories)

Standard Couplings – 
UL Listed
Using Carlon fittings with Carlon 
nonmetallic conduit insures system 
integrity. All socket fittings should be
attached using solvent cement.

Part No. Description

E940D 1/2" Standard Coupling

E940E 3/4" Standard Coupling

E940F 1" Standard Coupling

E940G 1-1/4" Standard Coupling

E940H 1-1/2" Standard Coupling

E940J 2" Standard Coupling

E940K 2-1/2" Standard Coupling 

E940L 3" Standard Coupling

E940M 3-1/2" Standard Coupling

E940N 4" Standard Coupling

E940P 5" Standard Coupling

E940R 6" Standard Coupling

Expansion Fittings (For Use with Schedule 40 & 80 Conduit)

E945 series expansion fittings are designed to compensate for length changes 
due to temperature variations in exposed conduit runs.

• Exclusive Molded in Mid-point indicator on the piston.
• Exclusive 2" Expansion Fitting with an 8" travel distance.
• Two-piece molded design with lubricated seals for easier movement for the life of the product.
• Ridges on the fitting for easier installation (Sizes 2" through 6" only).
• Male terminal Adapter End design (1/2" – 2" NPT Threads, and 21/2" – 6" NPSC Threads).
• Two O-Rings to prevent leakage.
• Can be installed vertically or horizontally.

Female Adapters – 
UL Listed
Used to adapt nonmetallic conduits to
boxes, threaded fittings, and metallic 
systems. It has threads on one end and a
socket on the other.

Part No. Description

E942D 1/2" Female Adapter

E942E 3/4" Female Adapter

E942F 1" Female Adapter

E942G 1-1/4" Female Adapter

E942H 1-1/2" Female Adapter

E942J 2" Female Adapter

E942K 2-1/2" Female Adapter

E942L 3" Female Adapter

E942M 3-1/2" Female Adapter

E942N 4" Female Adapter

E942P 5" Female Adapter

E942R 6" Female Adapter

E33447

Male terminal
adapter end

Coupling end

Coupling
End

Part No.

Male Terminal
Adapter End

Part No. Size
Std.

Ctn. Qty.
Travel Length

(in.)
E945D E945DX 1/2 20 4"

E945E E945EX 3/4 15 4"

E945F E945FX 1 10 4"

E945G E945GX 1-1/4 5 4"

E945H E945HX 1-1/2 5 4"

E945J E945JX 2 15 8"

E945K E945KX 2-1/2 10 8"

E945L E945LX 3 10 8"

E945M E945MX 3-1/2 5 8"

E945N E945NX 4 5 8"

E945P E945PX 5 1 8"

E945R E945RX 6 1 8"
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PVC Rigid Nonmetallic Conduit (Accessories)

Male Terminal Adapters –
UL Listed
Carlon Male Terminal Adapters are 
nonmetallic and UL Listed (E32447). Used
to adapt nonmetallic conduits to boxes,
threaded fittings, and metallic systems.
It has threads on one end and a socket 
on the other.

Reducers
Reducer Bushings
For connecting different sizes of conduit.
Bell x Spigot.

Part No. Description

E943D 1/2" Standard Coupling

E943E 3/4" Standard Coupling

E943F 1" Standard Coupling

E943G 1-1/4" Standard Coupling

E943H 1-1/2" Standard Coupling

E943J 2" Standard Coupling

E943K 2-1/2" Standard Coupling 

E943L 3" Standard Coupling

E943M 3-1/2" Standard Coupling

E943N 4" Standard Coupling

E943P 5" Standard Coupling

E943R 6" Standard Coupling

Service Entrance Caps –
UL Listed 

Part No. Description

E998D 1/2" Service Entrance Cap

E998E 3/4" Service Entrance Cap

E998F 1" Service Entrance Cap

E998G 1-1/4" Service Entrance Cap

E998H 1-1/2" Service Entrance Cap

E998J 2" Service Entrance Cap

E998K 2-1/2" Service Entrance Cap

E998L 3" Service Entrance Cap

E998N 4" Service Entrance Cap

End Bells
Part No. Description

E997F 1" End Bell

E997G 1-1/4" End Bell 

E997H 1-1/2" End Bell

E997J 2" End Bell

E997K 2-1/2" End Bell 

E997L 3" End Bell

E997M 3-1/2" End Bell

E997N 4" End Bell

E997P 5" End Bell

E997R 6" End Bell

E997T 8" End Bell

Part No. Size Std. Ctn. Qty.
L

Typical
A

Typical
C

Typical
E950ED 3/4" x 1/2" 100 15/32 13/64 11/32

E950FD-CAR 1" x 1/2" 25 1-11/32 3/16 57/64

E950FE 1" x 3/4" 100 1-11/32 3/16 11/64

E950GE-CAR 1-1/4" x 3/4" 10 1-15/32 3/16 11/64

E950GF 1-1/4" x 1" 50 1-15/32 3/16 19/64

E950HF-CAR 1-1/2" x 1" 10 1-19/32 3/16 19/64

E950HG-CAR 1-1/2" x 1-1/4" 10 1-19/32 3/16 1-17/64

E950JG-CAR 2" x 1-1/4" 10 1-3/4 7/32 1-17/64

E950JH-CAR 2" x 1-1/2" 10 1-3/4 7/32 1-25/64

E950KJ-CAR 2-1/2" x 2" 10 25/32 3/8 1-27/64

E950LJ-CAR 3" x 2" 10 21/8 1/4 1-7/8

E950LK 3" x 2-1/2" 25 1-15/16 1/4 1-11/16

E950NL 4" x 3" 25 2-3/4 5/16 1-15/16
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PVC Rigid Nonmetallic Conduit (Accessories)

Conduit Clamps
Nonmetallic clamps offer the same chemical resistance as Carlon nonmetallic 
conduits for a complete, corrosion resistant system.
To be used in accordance with conduit spacing requirements per the NEC,
Section 352.30.
• UV inhibited for use in direct sunlight

Part
No.

Size:
inches
(mm)

Std.
Ctn.
Qty.

Std.
Ctn.
Wt.
lbs. A B C D E F G H J

E977DC 1/2"
(16) 100 1.2 0.892

(22.6)
1.71

(43.4)
2.16

(54.8)
0.50

(12.7)
.14

(3.5)
.42

(10.6)
.866

(21.9)
1.04

(26.4)
.260
(6.6)

E977EC 3/4"
(21) 100 1.4 1.102

(27.9)
1.97

(50.0)
2.40

(60.9)
0.50

(12.7)
.14

(3.5)
.525

(13.3)
1.076
(27.3)

1.255
(31.8)

.260
(6.6)

E977FC 1"
(27) 100 2 1.39

(35.3)
2.25

(57.1)
2.81

(71.3)
0.594
(15.0)

.14
(3.5)

.658
(16.7)

1.342
(34.0)

1.574
(39.9)

.260
(6.6)

E977GC 1-1/4"
(35) 50 5 1.714

(43.5)
2.68

(68.0)
3.28

(83.3)
.64

(16.2)
.15

(3.8)
.83

(21.0)
1.687
(42.8)

1.89
(48.0)

.320
(8.1)

E977HC 1-1/2"
(41) 50 6 1.92

(48.7)
2.82

(71.6)
3.44

(87.3)
.70

(17.7)
.15

(3.8)
97

(24.6)
1.93

(49.0)
2.12

(53.8)
.312
(7.9)

E977JC 2"
(53) 25 4.5 2.54

(64.5)
3.54

(89.9)
4.18

(106.1)
.76

(19.3)
.16

(4.0)
1.05

(26.6)
2.29

(58.1)
2.49

(63.2)
.315
(8.0)

E977KC-CAR 2-1/2"
(63) 25 1.4 2.86

(72.6)
4.50

(114.3)
5.46

(138.7)
1.00

(25.4)
.20

(5.08)
1.43

(36.3)
2.86

(72.6)
3.12

(79.2)
.36

(9.14)

E977LC-CAR 3"
(78) 20 1.4 3.47

(88.2)
5.00

(127.0)
6.00

(152.4)
1.00

(25.4)
.20

(5.08)
1.74

(44.3)
3.48

(88.4)
3.70

(94.0)
.36

(9.14)

E977NC-CAR 4"
(103) 15 12.2 4.366

(110.9)
6.15

(156.2)
7.20

(182.9)
1.00

(25.4)
.20

(5.08)
2.32

(58.8)
4.50

(114.3)
4.70

(119.4)
.36

(9.14)

Snap Strap® Conduit
Support Straps – 
UV inhibited for use in direct sunlight
Carlon Snap Strap® Conduit Support 
Straps are designed specifically for the
installation of PVC conduit. They allow the
conduit to expand and contract freely,
eliminating bowing commonly seen with
conduit exposed to varying temperatures.

Part No. Description

E978DC-CAR 1/2" Snap Strap Conduit Straps – Single Mount

E978EC-CAR 3/4" Snap Strap Conduit Straps – Single Mount

E978FC-CAR 1" Snap Strap Conduit Straps – Single Mount

E978GC-CAR 1-1/4" Snap Strap Conduit Straps – Double Mount

E978HC-CAR 1-1/2" Snap Strap Conduit Straps – Double Mount

E978JC-CAR 2" Snap Strap Conduit Straps – Double Mount

Short Expansion
Couplings – UL Listed 

Part No. Description

E955D 1/2" Short Expansion Coupling

E955E 3/4" Short Expansion Coupling

E955F 1" Short Expansion Coupling

E955G 1-1/4" Short Expansion Coupling

E955H 1-1/2" Short Expansion Coupling

E955J 2" Short Expansion Coupling

Expand to a maximum of 2".

*Product not supplied with screws

Conduit Clamp
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PVC Rigid Nonmetallic Conduit (Accessories)

Snap-Loc® Spacers
Snap-Loc® duct spacers provide stability, consistent separation and relieve direct stress for duct 
materials encased in concrete, and direct bury applications.

Base Intermediate

Part No. Description Part No. Description

S288JHN 2 X 1-1/2" Base Spacer S289JHN 2 X 1-1/2" Base Spacer

S288JJN 2 X 2" Base Spacer S289JJN 2 X 2" Base Spacer

S288JLN 2 X 3" Base Spacer S289JLN 2 X 3" Base Spacer

S288LHN 3 X 1-1/2" Base Spacer S289LHN 3 X 1-1/2" Base Spacer

S288LJN 3 X 2" Base Spacer S289LJN 3 X 2" Base Spacer

S288LLN 3 X 3" Base Spacer S289LLN 3 X 3" Base Spacer

S288NFN 4 X 1" Base Spacer S289NFN 4 X 1" Base Spacer

S288NHN 4 X 1-1/2" Base Spacer S289NHN 4 X 1-1/2" Base Spacer

S288NJN 4 X 2" Base Spacer S289NJN 4 X 2" Base Spacer

S288NLN 4 X 3" Base Spacer S289NLN 4 X 3" Base Spacer

S288PHN 5 X 1-1/2" Base Spacer S289PHN 5 X 1-1/2" Base Spacer

S288PJN 5 X 2" Base Spacer S289PJN 5 X 2" Base Spacer

S288PLN 5 X 3" Base Spacer S289PLN 5 X 3" Base Spacer

S288RHN 6 X 1-1/2" Base Spacer S289RHN 6 X 1-1/2" Base Spacer

S288RJN 6 X 2" Base Spacer S289RJN 6 X 2" Base Spacer

S288RLN 6 X 3" Base Spacer S289RLN 6 X 3" Base Spacer

Snap-N-Stac™ Spacers
Snap-N-Stac™ Combo Underground Duct Spacers are specifically designed to replace the two-piece base
and intermediate spacer system, by combining the conventional base and intermediate spacer into a 
single unit.

Part No. Description

SP2W20-2 2"  2-Way Snap-N-Stac Spacer

SP2W30-2 2"  2-Way Snap-N-Stac Spacer

SP3W20-2 3"  2-Way Snap-N-Stac Spacer

SP3W30-2 3"  2-Way Snap-N-Stac Spacer

SP4W20-2 4"  2-Way Snap-N-Stac Spacer

SP4W20-2 4"  2-Way Snap-N-Stac Spacer

SP4W20-2 4"  2-Way Snap-N-Stac Spacer

SP5W20-2 5"  2-Way Snap-N-Stac Spacer

SP5W30-2 5"  2-Way Snap-N-Stac Spacer

SP6W20-2 6"  2-Way Snap-N-Stac Spacer

SP6W20-2 6"  2-Way Snap-N-Stac Spacer

S287F 1"  Snap-loc Reducer

S287J 2"  Snap-loc Reducer

S28612 Beaded Strap

NEW
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Power & Communication Rigid Conduit

P&C® Duct Type EB-20 – RUS Listed
P&C Duct EB-20 complies with NEMA Standard TC 6 & 8, EB-20/ASTM F-512.

Part No. Description
48711-020 2" P&C Duct Type EB-20 - 20Ft. Length

48713-020 3" P&C Duct Type EB-20 - 20Ft. Length

48715-010/48715-020 4" P&C Duct Type EB-20 - 10Ft. Length/20Ft. Length

48716-010/48716-020 5" P&C Duct Type EB-20 - 10Ft. Length/20Ft. Length

48717-010/48717-020 6" P&C Duct Type EB-20 - 10Ft. Length/20Ft. Length

P&C® Duct Type EB-35 Heavy Wall – RUS Listed
P&C Duct EB-35 Heavy Wall complies with NEMA Standard TC 6 & 8, EB-20/ASTM F-512.

Part No. Description
68711-020 2" P&C Duct Type EB-35 - 20Ft. Length

68713-020 3" P&C Duct Type EB-35 - 20Ft. Length

68715-020 4" P&C Duct Type EB-35 - 20Ft. Length

68716-010/68716-020 5" P&C Duct Type EB-35 - 10Ft. Length/20Ft. Length

68717-020 6" P&C Duct Type EB-35 - 20Ft. Length

P&C® Duct Type DB-60 – RUS Listed
P&C Duct Type DB-60 complies with NEMA Standard TC 6 & 8, DB-60/ASTM F-512.

Part No. Description
48811-020 2" P&C Duct Type DB-60 - 20Ft. Length

48813-020 3" P&C Duct Type DB-60 - 20Ft. Length

48814-020 3-1/2" P&C Duct Type DB-60 - 20Ft. Length

48815-020 4" P&C Duct Type DB-60 - 20Ft. Length

48816-020 5" P&C Duct Type DB-60 - 20Ft. Length

48817-020 6" P&C Duct Type DB-60 - 20Ft. Length

P&C® Duct Type DB-120 Heavy Wall – RUS Listed
P&C Duct Type DB-120 complies with NEMA Standard TC 6 & 8, DB-120/ASTM F-512.

Part No. Description
48808-020 1" P&C Duct Type DB-120 - 20Ft. Length

48810-020 1-1/2" P&C Duct Type DB-120 - 20Ft. Length

68811-020 2" P&C Duct Type DB-120 - 20Ft. Length

68813-020 3" P&C Duct Type DB-120 - 20Ft. Length

68815-020 4" P&C Duct Type DB-120 - 20Ft. Length

68816-020 5" P&C Duct Type DB-120 - 20Ft. Length

68817-020 6" P&C Duct Type DB-120 - 20Ft. Length
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Power & Communication Rigid Conduit – Accessories

DB-60 Sweeps
For use with P&C Duct Types EB and DB.

Part No. Description
PF9FJ 2" 90 Degree 36" Radius Sweep-Type DB-60

PF9FL 3" 90 Degree 36" Radius Sweep-Type DB-60

PF9FN 4" 90 Degree 36" Radius Sweep-Type DB-60

PF9FP 5" 90 Degree 36" Radius Sweep-Type DB-60

PF9FR 6" 90 Degree 36" Radius Sweep-Type DB-60

PF9HL 3" 90 Degree 48" Radius Sweep-Type DB-60

PF9HN 4" 90 Degree 48" Radius Sweep-Type DB-60

PF9HP 5" 90 Degree 48" Radius Sweep-Type DB-60

PF9HR 6" 90 Degree 48" Radius Sweep-Type DB-60

PF7FF 1" 45 Degree 36" Radius Sweep-Type DB-60

PF7FH 1-1/2" 45 Degree 36" Radius Sweep-Type DB-60

PF7FJ 2" 45 Degree 36" Radius Sweep-Type DB-60

PF7FL 3" 45 Degree 36" Radius Sweep-Type DB-60

PF7FN 4" 45 Degree 36" Radius Sweep-Type DB-60

PF7FP 5" 45 Degree 36" Radius Sweep-Type DB-60

PF7FR 6" 45 Degree 36" Radius Sweep-Type DB-60

PF7HJ 2" 45 Degree 48" Radius Sweep-Type DB-60

PF7HL 3" 45 Degree 48" Radius Sweep-Type DB-60

PF7HN 4" 45 Degree 48" Radius Sweep-Type DB-60

PF7HP 5" 45 Degree 48" Radius Sweep-Type DB-60

PF7HR 6" 45 Degree 48" Radius Sweep-Type DB-60

PF5FL 3" 22-1/2 Degree 36" Radius Sweep-Type DB-60

PF5FN 4" 22-1/2 Degree 36" Radius Sweep-Type DB-60

PF5FP 5" 22-1/2 Degree 36" Radius Sweep-Type DB-60

PF5FR 6" 22-1/2 Degree 36" Radius Sweep-Type DB-60

DB-120 Sweeps
For use with P&C Duct Types EB and DB.

Part No. Description
PH9FJ 2" 90 Degree 36" Radius Sweep-Type DB-120

PH9FL 3" 90 Degree 36" Radius Sweep-Type DB-120

PH9FN 4" 90 Degree 36" Radius Sweep-Type DB-120

PH9FP 5" 90 Degree 36" Radius Sweep-Type DB-120

PH9FR 6" 90 Degree 36" Radius Sweep-Type DB-120

PH9HJ 2" 90 Degree 48" Radius Sweep-Type DB-120

PH9HL 3" 90 Degree 48" Radius Sweep-Type DB-120

PH9HN 4" 90 Degree 48" Radius Sweep-Type DB-120

PH9HP 5" 90 Degree 48" Radius Sweep-Type DB-120

PH7HR 6" 90 Degree 36" Radius Sweep-Type DB-120

Sleeve Coupling (for repair work)

Part No. Size Std. Ctn. Qty.
E200J 2" 30

E200L 3" 25

E200M 31/2" 20

E200N 4" 15

E200P 5" 8

E200R 6" 5

90° Sweep

90° Sweep

45° Sweep

221/2° Sweep

No internal stop
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Power & Communication Flexible Conduit and Split Duct

P&C Flex® Corrugated Flexible Conduit
P&C Flex Nonmetallic Corrugated Conduit makes power and communication installations faster and
easier. It’s flexible enough to be used as a raceway or sweep.

Part No. Size I.D. O.D. Pull Tape
11807-350 3/4" .83 1.040 Empty

11808-250C 1" 1.000 1.315 Empty

11808-5200 1" 1.000 1.315 Empty

11809-900 1-1/4" 1.340 1.660 Empty

11809-4500 1-1/4" 1.340 1.660 Empty

11810-250 1-1/2" 1.570 1.900 Empty

11810-4500 1-1/2" 1.570 1.900 Empty

11810T-2300 1-1/2" 1.570 1.900 1250 lb.

11810T-250 1-1/2" 1.570 1.900 1250 lb.

11811-1100 2" 2.045 2.375 Empty

11811-250 2" 2.045 2.375 Empty

11811-2500 2" 2.045 2.375 Empty

11811-700 2" 2.045 2.375 Empty

11811T-250 2" 2.045 2.375 1250 lb.

11812-250 2-1/2" 2.469 2.875 Empty

11812AG-001 2-1/2" 2.469 2.875 Empty

11813-1200 3" 3.068 3.500 Empty

11813-250 3" 3.068 3.500 Empty

11813-500 3" 3.068 3.500 Empty

11813-750 3" 3.068 3.500 Empty

11815-250 4" 4.026 4.500 Empty

11815-800 4.026 4.500 Empty

Split Duct
Carlon Split Duct is a fast and easy way to repair broken ductwork without the costly expense of
cutting and re-splicing conductors. The unique tongue-and-groove design leads the industry in
providing a strong rigid solution for duct repair situations.

Part No. Description
49011SD-010 2" Schedule 40 Split Duct - 10Ft. Length

49012SD-010 2-1/2" Schedule 40 Split Duct - 10Ft. Length

49013SD-010 3" Schedule 40 Split Duct - 10Ft. Length

49014SD-010 3-1/2" Schedule 40 Split Duct - 10Ft. Length

49015SD-010 4" Schedule 40 Split Duct - 10Ft. Length

49016SD-010 5" Schedule 40 Split Duct - 10Ft. Length

49017SD-010 6" Schedule 40 Split Duct - 10Ft. Length

49411SD-010 2" Schedule 80 Split Duct - 10Ft. Length

49415SD-010 4" Schedule 80 Split Duct - 10Ft. Length

68515SD-010 4" Type C Split Duct - 10Ft. Length

Split Kits - 2 Ft. Lengths
Part No. Description Part No. Description
SK4020 2" Schedule 40 SK4050 5" Schedule 40

SK4025 2-1/2" Schedule 40 SK4060 6" Schedule 40

SK4030 3" Schedule 40 SKC40 4" Type C

SK4040 4" Schedule 40
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Nonmetallic Pole Riser Systems

E938JR E938NRR E938NT

PV-Mold® Pole Riser System– RUS Listed
PV-Mold Nonmetallic Pole Riser System is designed to protect communications power 
cable installed on poles. PV-Mold is designed in accordance with NEMA TC-19 specifications
and RUS Listed. PV-Mold is flame retardant, ultraviolet, cold temperature and corrosive 
atmosphere resistant…no grounding required.

Part No. Description
59208N 1" PV-Mold Standard Duty – 10Ft. Length

59211N 2" PV-Mold Standard Duty – 10Ft. Length

59213N 3" PV-Mold Standard Duty – 10Ft. Length

59215N 4" PV-Mold Standard Duty – 10Ft. Length

59216N 5" PV-Mold Standard Duty – 10Ft. Length

59010N 1-1/2" PV-Mold Heavy Duty Schedule 40 – 10Ft. Length

59011N 2" PV-Mold Heavy Duty Schedule 40 – 10Ft. Length

59013N 3" PV-Mold Heavy Duty Schedule 40 –10Ft. Length

59015N 4" PV-Mold Heavy Duty Schedule 40 – 10Ft. Length

59016N 5" PV-Mold Heavy Duty Schedule 40 – 10Ft. Length

59017N 6" PV-Mold Heavy Duty Schedule 40 – 10Ft. Length

59411N 2" PV-Mold Extra Heavy Duty Schedule 80 – 10Ft. Length

59413N 3" PV-Mold Extra Heavy Duty Schedule 80 – 10Ft. Length

PV-Mold® Polyethylene Vented Boots
PV-Mold Polyethylene Vented Boots provide superior strength and aesthetics.
Used for a “chimney” effect to cool cable and increase capacity.

Part No. Description
E938JR 2" X 6" Vented Boot

E938NRR 4" X 6" Vented Boot

E938NT 4" X 8" Vented Boot

PV-Mold® Polyethylene Adapters
PV-Mold Polyethylene Adapters provide superior strength and aesthetics.
Used to adapt duct to PV-Mold.

Part No. Description
E939JN 2" X 4" Adapter

E939NR 4" X 6" Adapter

E939NRT 4" X 6" Adapter
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Carflex® Liquidtight Flexible Conduit

Carflex® X-Flex™ Flexible Conduit

Applications
• Control and motor
• Air conditioning and heating 
• Computer power distribution

• Machine tools
• Console wiring
• Transformer connections

• Outdoor lighting

*Joint listed UL/CSA
Approved product
available

E79553

Carflex®
Liquidtight Flexible Nonmetallic Conduit provides superior wire protection

in harsh, damp environments. Carflex Conduit is nonconductive, noncorrosive, and resistant
to oil, acid, ozone, and alkaline. Carflex Conduit is strong and lightweight, and because it
weighs 50% less than metallic systems, it’s easy to handle, transport and install. Carflex is
ideal for industrial, air conditioning, heating, and outdoor lighting applications.

Part 
No.

Nom. size
(in.)

Std. Ctn.
Qty. (ft.)

Std. Ctn.
Wt. (lbs.)

15004-100 3/8" 100 11.70

15005-50 1/2" 50 6.50

15005-100* 1/2" 100 13.00

15005BK-100* 1/2" 100 13.00

15007-100* 3/4" 100 18.00

15008-100* 1" 100 28.00

15009-100 1-1/4" 100 37.60

15010-50 1-1/2" 50 22.55

15010-100 1-1/2" 100 47.80

15011-050 2" 50 34.10

Part 
No.

Nom. size
(in.)

Std. Ctn.
Qty. (ft.)

Std. Ctn.
Wt. (lbs.)

15004-001 3/8" 1000 145.0

15005-001 1/2" 1000 157.0

15005BK-001 1/2" 1000 157.0

15007-001 3/4" 1000 212.0

15008-500 1" 500 155.0

15009-200 1-1/4" 200 100.0

15010-150 1-1/2" 150 95.7

15011-100 2" 100 94.6

Coils Reels 

Standard color Grey Standard color Grey

Applications • Repetitive Flexing Arms
• Robotics

• Machine Tools
• Automatic/Moving Machinery

• Control and motor

Carflex® X-Flex™
Extra Flexible Nonmetallic Conduit is ideal for applications

requiring extra strength and flexibility such as robotics, and repetitive flexing arms.
Carflex X-Flex is nonconductive, noncorrosive, and resistant to oil, acid, ozone, and alka-
line. It’s designed for use with standard Carflex fittings providing a complete nonmetallic
system. Carflex X-Flex is lightweight for easier handling, transportation, and installation.

Part No. Nom. size (in.) Std. Ctn. Qty. (ft.) Std. Ctn. Wt. (lbs.)

15104-100 3/8" 100 9.09

15105-100 1/2" 100 10.01

15107-100 3/4" 100 13.91

15108-100 1" 100 18.25

15109-100 1-1/4" 100 27.65

15110-100 1-1/2" 100 38.00

15111-050 2" 50 24.22

Coils (Available in Black only)Features
LR88170
Where noted by

E80040

• Extra strong and flexible to withstand repetitive motions
• Nonconductive and noncorrosive
• Resistant to oil, acid, ozone, and alkaline
• Lightweight for easy handling, transportation, and installation
• Crush, abrasion, and strain resistant
• Provides superior wire protection
• Smooth interior ideal for pulling cable
• No jagged edges
• Rated for continuous use at 60°C (140°F) ambient

Gross Automation (877) 268-3700 · www.carlonsales.com · sales@grossautomation.com



www.carlonsales.com  31

Carflex® Liquidtight Fittings

Com-
pression

Nut
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Ring

Ferrule Fitting
Body

O Ring Plastic
LocknutFitting

Body
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Threads

Com-
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Nut
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Rubber
O-Ring
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Locknut

Image 1 Image 2 Image 3 Image 4

AssemblyAssembly

Straight Fittings
• For use with Carflex® conduit and Carflex® X-Flex™ conduit

Features

Specifications

• Nonconductive and Noncorrosive
• Resistant to oil, acid, ozone, and

alkaline

• Easy to install
• Nitrile rubber “O” ring for a 

liquidtight termination

• Temperatures up to 225°F
(107°C)

• Meets UL Standard 514B

Part No. Size (in.) Std. Ctn. Qty. Std. Ctn. Wt. (lbs.) A (inches) B (inches) C (inches) D (inches) E (inches) Refer to image

LT43C 3/8" 50 3.6 .55 .75 1.60 1.30 1.40 1,2

LT43D-NEW 1/2" 50 4.2 .56 .91 1.62 1.30 1.40 1,2

LT43E-NEW 3/4" 50 6.6 .56 .91 1.88 1.61 1.71 1,2

LT43F-NEW 1" 25 5.5 .70 1.00 2.20 1.90 2.04 1,2

LT43G 1-1/4" 5 1.5 .71 1.16 2.50 2.17 3,4

LT43H 1-1/2" 5 2.0 .75 1.36 2.78 2.43 3,4

LT43J 2" 5 2.5 1.00 1.45 3.33 3,4

Specifications
Part No. Size (in.) Std. Ctn. Qty. Std. Ctn. Wt. (lbs.) A (inches) B (inches) C (inches) D (inches) E (inches) Refer to image

LT20C 3/8" 50 4.9 .56 1.44 1.56 1.39 1.26 3,4

LT20D-NEW 1/2" 50 4.9 .56 2.05 1.62 1.40 1.30 1,2

LT20E-NEW 3/4" 50 8.0 .56 2.35 1.88 1.71 1.61 1,2

LT20F-NEW 1" 25 6.9 .70 2.01 2.26 2.04 1.90 3,4

LT20G 1-1/4" 5 1.9 .75 3.55 2.48 3,4

LT20H 1-1/2" 5 2.2 .75 3.98 2.77 3,4

LT20J 2" 5 3.4 .94 4.56 3.33 3,4

90° Fittings
• For use with Carflex® conduit and Carflex® X-Flex™ conduit

Features • Nonconductive and Noncorrosive
• Resistant to oil, acid, ozone, and

alkaline
• Easy to install

• Nitrile rubber “O” ring for a 
liquidtight termination

• Temperatures up to 225°F
(107°C)

• Meets UL Standard 514B

Com-
pression
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Ring

Ferrule Fitting
Body

O Ring

Plastic
Locknut
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Threads
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Fitting
Body
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Assembly
Assembly

E32447

E32447
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Carflex® Pre-Wired Liquidtight Whips

• Designed for easy installation

• Will not rust or corrode

• Can be used for many commercial and
residential applications.

• Many applications such as; swimming
pool filters, hot tub spas, air conditioners,
pumps, etc.

• Available in 1/2" and 3/4" 
diameters

• Available in 4' and 6' lengths

• Each kit contains (1) straight and (1) 90°
fitting

• Complete with (3) 8, 10 or 12 gauge
wires

Features

Part 
Number Description Wire Size

(Gauge)
Standard Carton

Quantity
Standard Carton

Weight (lbs.)

WCD4 1/2" Carflex Whip - 4 foot 10 6 (poly bag) 10.6

WCD6 1/2" Carflex Whip - 6 foot 10 6 (poly bag) 15.8

WCE4 3/4" Carflex Whip - 4 foot 8 6 (poly bag) 12.4

WCE6 3/4" Carflex Whip - 6 foot 8 6 (poly bag) 15.8

Part 
Number Description Wire Size

(Gauge)
Standard Carton

Quantity
Standard Carton

Weight (lbs.)

WCD3124 1/2" Carflex Whip - 4 foot 12 20 (bulk pack) 32.4

WCD3126 1/2" Carflex Whip - 6 foot 12 20 (bulk pack) 47.9

WCD3104 1/2" Carflex Whip - 4 foot 10 20 (bulk pack) 35.2

WCD3106 1/2" Carflex Whip - 6 foot 10 20 (bulk pack) 52.8

WCE3084 3/4" Carflex Whip - 4 foot 8 20 (bulk pack) 30.9

WCE3086 3/4" Carflex Whip - 6 foot 8 20 (bulk pack) 39.6
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Circuit Safe® NEMA Enclosures

LR96563
E110981

Features
• Captive stainless steel cover screws.
• Brass inserts for cover, mounting

flanges and panel mounting screws.
• Back panel provisions accept standard

size panels.
• Dove tailed corners for mounting 

panels or swing out panels at any
depth. (Use optional adjustable back
panel kit or swing out panel kit.)

• Oil resistant continuous gasket.
• Removable nonmetallic mounting rails

included with factory assembled units.
• Tapered edge keeps liquids away from

door opening.
• Ultraviolet stabilized for outdoor use.
• Optional steel or PVC back panels

available.

Circuit Safe® NEMA Enclosures

Applications
• Junction boxes
• Terminal block enclosures
• Motor control housings
• Instrument cases
• Electronic equipment cases
• Splice and pull boxes
• Pushbutton housings

Standards
• Meets NEMA Type 1, 2, 3, 3S,

3X, 3SX, 4, 4X, 12, 13
• Per UL 50, enclosures for

electrical equipment.
• CSA certified as indicated.

Screw-On Cover 
Meets NEMA 1, 2, 3, 3S, 3X, 3SX, 4, 4X, 12 

LR96563
E110981

Opaque Cover

Clear Cover

Factory Assembled

* Kitted Enclosures include body, lid and mounting rail kit.
** Order back panels separately.

Size Opaque Cover
Assembly*

Clear Cover
Assembly*

Back Panels**
Steel / PVC

Standard Carton
Quantity

Std. Ctn. Wt. (lbs.)
Opaque / Clear

6 x 4 x 4 NS644 NV644 JP64 / JP64P 1 Opa 1.8 / Clr 1.9

6 x 6 x 4 NS664 NV664 JP66 / JP66P 1 Opa 2.4 / Clr 2.4

8 x 6 x 4 NS864 NV864 JP86 / JP86P 1 Opa 2.9 / Clr 2.8

8 x 8 x 4 NS884 NV884 JP88 / JP88P 1 Opa 3.2 / Clr 3.3

10 x 8 x 4 NS1084 NV1084 JP108 / JP108P 1 Opa 4.0 / Clr 3.9

10 x 8 x 6 NS1086 NV1086 JP108 / JP108P 1 Opa 4.6 / Clr 4.5

10 x 10 x 6 NS10106 NV10106 JP1010 / JP1010P 1 Opa 5.3 / Clr 4.9

12 x 10 x 6 NS12106 NV12106 JP1210 / JP1210P 1 Opa 6.1 / Clr 5.2

12 x 12 x 6 NS12126 NV12126 JP1212 / JP1212P 1 Opa 6.8 / Clr 6.1

14 x 12 x 6 NS14126 NV14126 JP1412 / JP1412P 1 Opa 7.4 / Clr 7.0

16 x 14 x 6 NS16146 NV16146 JP1614 / JP1614P 1 Opa 9.2 / Clr 8.1
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Circuit Safe® NEMA Enclosures

LR96563
E110981

Opaque Cover

Clear Cover

Factory Assembled

* Packaged-To-Order Enclosures include body, lid and mounting rail kit.
** Order back panels separately.
(y) Quick-release latch not available in 6 x 4 x 4 size.

Size Opaque Cover
Assembly*

Clear Cover
Assembly*

Back Panels**
Steel / PVC

Standard Carton
Quantity

Std. Ctn. Wt. (lbs.)
Opaque / Clear

6 x 4 x 4 (y) NJ644 NC644 JP64 / JP64P 1 Opa 1.9 / Clr 2

6 x 6 x 4 NJ664 NC664 JP66 / JP66P 1 Opa 2.4 / Clr 2.4

8 x 6 x 4 NJ864 NC864 JP86 / JP86P 1 Opa 2.9 / Clr 2.9

8 x 8 x 4 NJ884 NC884 JP88 / JP88P 1 Opa 3.3 / Clr 3.3

10 x 8 x 4 NJ1084 NC1084 JP108 / JP108P 1 Opa 4 / Clr 4

10 x 8 x 6 NJ1086 NC1086 JP108 / JP108P 1 Opa 4.6 / Clr 4.7

10 x 10 x 6 NJ10106 NC10106 JP1010 / JP1010P 1 Opa 5.6 / Clr 5.3

12 x 10 x 6 NJ12106 NC12106 JP1210 / JP1210P 1 Opa 6.3 / Clr 5.8

12 x 12 x 6 NJ12126 NC12126 JP1212 / JP1212P 1 Opa 6.9 / Clr 6.6

14 x 12 x 6 NJ14126 NC14126 JP1412 / JP1412P 1 Opa 7.7 / Clr 7

16 x 14 x 6 NJ16146 NC16146 JP1614 / JP1614P 1 Opa 8.2 / Clr 8

Factory Assembled

* Packaged-To-Order Enclosures (except NI1084) include body, lid and mounting rail kit.
** Order back panels separately.
(y) 6 x 4 x 5 size not available with quick-release latches.

Size Opaque Cover
Assembly*

Clear Cover
Assembly*

Back Panels**
Steel / PVC

Standard Carton
Quantity

Std. Ctn. Wt. (lbs.)
Opaque / Clear

6 x 4 x 5 (y) NH644 NI644 JP64 / JP64P 1 Opa 2.2 / Clr 2.8

6 x 6 x 5 NH664 NI664 JP66 / JP66P 1 Opa 2.7 / Clr 3.2

8 x 6 x 5 NH864 NI864 JP86 / JP86P 1 Opa 3.3 / Clr 3.8

8 x 8 x 5 NH884 NI884 JP88 / JP88P 1 Opa 3.8 / Clr 3.8

10 x 8 x 5 NH1084 NI1084 JP108 / JP108P 1 Opa 4.0 / Clr 4.5

10 x 8 x 7 NH1086 NI1086 JP108 / JP108P 1 Opa 5.2 / Clr 5.1

10 x 10 x 7 NH10106 NI10106 JP1010 / JP1010P 1 Opa 5.7 / Clr 5.8

12 x 10 x 7 NH12106 NI12106 JP1210 / JP1210P 1 Opa 6.9 / Clr 6.1

12 x 12 x 7 NH12126 NI12126 JP1212 / JP1212P 1 Opa 7.7 / Clr 7.2

14 x 12 x 7 NH14126 NI14126 JP1412 / JP1412P 1 Opa 8.3 / Clr 7.9

16 x 14 x 7 NH16146 NI16146 JP1614 / JP1614P 1 Opa 10.1 / Clr 9.6

LR96563
E110981

Opaque Cover

Clear Cover

Hidden Hinge Cover 
Meets NEMA 1, 2, 3, 3S, 3X, 3SX, 4, 4X, 12 

External Hinge Cover 
Meets NEMA 1, 2, 3, 3S, 3X, 3SX, 4, 4X, 12 
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Circuit Safe® JIC Enclosures

Factory Assembled

*Order back panels separately. Enclosures shipped with mounting feet, hinge caps and screws. For factory installed pad lockable latch,
consult Customer Service for price and delivery.

Features
• Nonmetallic mounting feet and all mounting

hardware included.
• White painted 14 gauge steel or 1/4" PVC 

back panel (order separately).
• 304 (18-8) stainless steel screws 

(10-32 / 1-1/8").
• Lid design provides greater usable internal 

volume.

LR31146
E54381

Opaque 
Cover Part
Numbers

Clear 
Cover Part
Numbers

Dimensions Std. Ctn.
Qty. (lbs.)

Opaque / Clear

Back Panel*
Part Nos.

Steel / PVC

Panel 
Size

Std. Ctn.
Qty. (lbs.)

Steel / PVC
External Internal Mounting

A B C D E F G H

CJ665 CC665 6.50 6.50 6.69 6.00 6.00 5.45 9.00 4.00 1 (Opa 3.5) / 1 (Clr 3.1) JP66/JP66P 4.88 x 4.88 1 (1.0) / 1 (0.3)

CJ863 CC863 8.50 6.50 4.49 8.00 6.00 3.25 11.00 4.00 1 (Opa 2.8) / 1 (Clr 3.1) JP86/JP86P 6.75 x 4.88 1 (1.0) / 1 (0.78)

CJ1085 CC1085 10.50 8.50 6.69 10.00 8.00 5.45 13.00 6.00 1 (Opa 5.2) / 1 (Clr 5.2) JP108/JP108P 8.75 x 6.88 1 (1.5) / 1 (0.7)

CJ12106 CC12106 12.50 10.50 7.69 12.00 10.00 6.45 15.00 8.00 1 (Opa 7.1) / 1 (Clr 8.4) JP1210/JP1210P 10.75 x 8.88 1 (2.0) / 1 (1.2)

CJ14126 CC14126 14.50 12.50 7.72 14.00 12.00 6.48 17.00 10.00 1 (Opa 9.0) / 1 (Clr 8.6) JP1412/JP1412P 12.75 x 10.88 1 (3.2) / 1 (1.7)

CJ16147 CC16147 16.50 14.50 8.46 16.00 14.00 7.22 19.00 12.00 1 (Opa 10.6) / 1 (Clr 11.9) JP1614/JP1614P 14.75 x 12.88 1 (4.7) / 1 (2.3)

Hinged Cover
Meets NEMA 1, 3, 3S, 3X, 3SX, 4, 4X, 12, 13 

Screw-On Cover 
Meets NEMA 1, 3, 3S, 3X, 3SX, 4, 4X, 12, 13 

Features
• Nonmetallic mounting feet and all mounting

hardware included.
• 304 (18-8) stainless steel screws 

(10-32 / 1-1/8").
• Brass screw inserts.
• Clear polycarbonate cover available.
• White painted 14 gauge steel or 1/4" PVC

back panel (order separately).

LR31146
E54381

Factory Assembled

*Order back panels separately.
Enclosures shipped with mounting feet and panel mounting hardware.

Opaque 
Cover Part
Numbers

Clear 
Cover Part
Numbers

Dimensions Std. Ctn.
Qty. (lbs.)

Opaque / Clear

Back Panel*
Part Nos.

Steel / PVC

Panel 
Size

Std. Ctn.
Qty. (lbs.)

Steel / PVC
External Internal Mounting

A B C D E F G H

CS665 CV665 6.50 6.50 6.69 6.00 6.00 5.45 9.00 4.00 1 (Opa 2.7) / 1 (Clr 2.9) JP66/JP66P 4.88 x 4.88 1 (1.0) / 1 (0.3)

CS863 CV863 8.50 6.50 4.49 8.00 6.00 3.25 11.00 4.00 1 (Opa 2.9) / 1 (Clr 2.9) JP86/JP86P 6.75 x 4.88 1 (1.0) / 1 (0.78)

CS1085 CV1085 10.50 8.50 6.69 10.00 8.00 5.45 13.00 6.00 1 (Opa 5.0) / 1 (Clr 5.0) JP108/JP108P 8.75 x 6.88 1 (1.5) / 1 (0.7)

CS12106 CV12106 12.50 10.50 7.69 12.00 10.00 6.45 15.00 8.00 1 (Opa 6.5) / 1 (Clr 7.2) JP1210/JP1210P 10.75 x 8.88 1 (2.0) / 1 (1.2)

CS14126 CV14126 14.50 12.50 7.72 14.00 12.00 6.48 17.00 10.00 1 (Opa 8.0) / 1 (Clr 8.8) JP1412/JP1412P 12.75 x 10.88 1 (3.2) / 1 (1.7)

CS16147 CV16147 16.50 14.50 8.46 16.00 14.00 7.22 19.00 12.00 1 (Opa 11.5) / 1 (Clr 10.8) JP1614/JP1614P 14.75 x 12.88 1 (4.7) / 1 (2.3)

• Completely nonmetallic hinges.
• Brass screw inserts.
• Temperature Range: -30° to 230°F
• Material: polycarbonate molded base

and cover.

• Lid design provides greater usable
internal volume.

• Temperature Range: -30° to 230°F
• Material: polycarbonate molded base

and cover.
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Circuit Safe® JIC Enclosures

Features
• Nonmetallic mounting feet and all mounting 

hardware included.
• White painted 14 gauge steel or 1/4" PVC back panel (order

separately).
• 304 (18-8) stainless steel screws (10-32 / 1-1/8").
• Completely nonmetallic hinges.
• Brass screw inserts.
• Temperature Range: -40° to 185°F
• Material: NORYL base and cover.

LR31146
E54381

Factory Assembled

*Enclosure only available with opaque hinged cover.
Enclosures shipped with mounting feet, hinge caps and screws.
**Order back panels separately.
For factory installed pad lockable latch, consult Customer Service for price and delivery.

Opaque 
Cover Part
Numbers

Dimensions
Back Panel*

Part Nos.
Steel / PVC

Panel 
Size

Std. Ctn.
Qty. (lbs.)

Steel / PVC
External Internal Mounting

A B C D E F G H

C2016A4 20.50 16.50 8.36 17.25 13.25 6.28 21.26 10.00 1 (15.1) NP2016/NP2016P 17 x 13.25 1 (7.0) / 1 (6.1)

C2016B4 20.50 16.50 10.36 17.25 13.25 8.28 21.26 10.00 1 (17.2) NP2016/NP2016P 17 x 13.25 1 (7.0) / 1 (6.1)

C2016C4 20.50 16.50 12.36 17.25 13.25 10.28 21.26 10.00 1 (19.7) NP2016/NP2016P 17 x 13.25 1 (7.0) / 1 (6.1)

C2420A4 24.50 20.50 8.36 21.25 17.25 6.28 25.26 14.00 1 (21.5) NP2420/NP2420P 21 x 17 1 (10.4) / 1 (4.7)

C2420B4 24.50 20.50 10.36 21.25 17.25 8.28 25.26 14.00 1 (24) NP2420/NP2420P 21 x 17 1 (10.4) / 1 (4.7)

C2420C4 24.50 20.50 12.36 21.25 17.25 10.28 25.26 14.00 1 (24.9) NP2420/NP2420P 21 x 17 1 (10.4) / 1 (4.7)

C3024A4 30.50 24.50 8.36 27.25 21.25 6.28 31.26 18.00 1 (28.4) NP3024/NP3024P 27 x 21 1 (18.0) / 1 (9.8)

C3024B4 30.50 24.50 10.36 27.25 21.25 8.28 31.26 18.00 1 (31.4) NP3024/NP3024P 27 x 21 1 (18.0) / 1 (9.8)

C3024C4 30.50 24.50 12.36 27.25 21.25 10.28 31.26 18.00 1 (33.8) NP3024/NP3024P 27 x 21 1 (18.0) / 1 (9.8)

Medium Hinged Cover 
Meets NEMA 1, 3, 3S, 3X, 3SX, 4, 4X, 12, 13 
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Himeline® Distribution Enclosures

Features
• High impact resistance
• Nonconductive and noncorrosive.
• Fits all type of electrical equipment
• IP-43 Self-Ventilated.
• IP-54 Watertight.
• One and two door configurations.
• Install directly on the ground or on a pedestal.
• Removable inner hinges for great access.
• Doors open 180°

Features
• Can be direct buried.
• Nonconductive and noncorrosive
• Detachable upper front for easy access.
• High impact resistance.
• Auxiliary outlet on the side.
• IP-43 Self-Ventilated.
• IP-54 Watertight.
• Floor or wall mountable.

Material
• Fiberglass Reinforced Polyester

Enclosure

Pedestal

Enclosures

Pedestals

Specifications Accessories

Part
No.

No. of
Doors

No. of
Locks

A
Height

B
Width

C
Depth

Ctn.
Qty.

Wt.
(lbs.)

HLP3318 1 1 33.46 18.31 12.60 1 40.79

HLP3323 1 1 33.46 23.23 12.60 1 48.50

HLP3331 1 1 33.46 30.91 12.60 1 55.12

HLP33442 2 1 33.46 43.90 12.60 1 77.16

HLP33442L 2 2 33.46 43.90 12.60 1 77.16

Part
No.

A
Height

B
Width

C
Depth

Ctn.
Qty.

Wt.
(lbs.)

HLPED3318 35.43 18.31 12.20 1 33.10

HLPED3323 35.43 23.23 12.20 1 37.48

HLPED3331 35.43 30.91 12.20 1 44.10

HLPED33442 35.43 43.90 12.20 1 55.12

Mounting Plates

Gasket

Part
No.

# of Plates
per Encl. D E Thickness Ctn.

Qty.
Wt.

(lbs.)

LA1412BP 1 14.02 11.97 .20 1 4.41

LA1816BP 2 17.64 15.59 .20 1 11.02

LA1916BP 1 18.94 16.89 .20 1 6.00

LA2725BP 1 26.61 24.57 .20 1 8.38

Part
No.

Size
H x W x D

Ctn.
Qty.

Wt.
(lbs.)

HLP3318G 33 x 18 x 12 1 2.2

HLP3323G 33 x 23 x 12 1 2.2

HLP3331G 33 x 31 x 12 1 2.2

HLP3344G 33 x 44 x 12 1 2.2

Distribution Enclosure and Pedestal
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Pyramid Industries® Innerduct Guide

WH E R E I S IN N E R D U C T B E I N G U S E D?

Plenum

General
Purpose &
Riser  

• Must be 
UL Listed

• Plenum cable
must be 
installed

• Color: Industry
standard=orange

• Pull tape 
pre-installed
in sizes 1/2"
through 2"

• Plenum-Gard®

product 
numbers:

1/2" CD4X1C
3/4" CE4X1C
1" CF4X1C
11/4" CG4X1C
11/2" CH4X1C
2" CJ4X1C

IN S I D E T H E
BU I L D I N G

• Must be UL
Listed

• Riser rated 
cable must be
used in riser
applications

• Color: Industry
standard=orange

• Riser-Gard®

product numbers:
3/4" DE4X1C
1" DF4X1C
11/4" DG4X1C
11/2" DH4X1C
2" DJ4X1C

• Resi-Gard®

product numbers:
3/4" SCE4X1
1" SCF4X1C
11/4" SCG4X1C
11/2" SCH4X1C
2" SCJ4X1C

Pulled 
into a
Conduit

Plowed or 
Trenched

• HDPE True 
sized duct 
recommended
1.00" ID or
1.25" ID

• Corrugated
(Riser-Gard and
HDPE) duct for
newer conduit
runs & shorter 
distance pulls

• HDPE Solidwall
for older conduit
runs & longer
distance pulls

OU T S I D E T H E
BU I L D I N G

• HDPE SDR sized
duct recommended
(11/4" or larger)

• HDPE SDR 13 wall
thickness for non-
rocky soil conditions

• HDPE SDR 11 wall
thickness for rocky
conditions

• Riser-Gard
approved for direct
bury applications
but NOT exposed
applications

NOTE:
• Aerial HDPE for

exposed applications

Options
• Color
• Striping
• Factory installed pull lines
• Segmented or paralleled reels
• Pre-lubricated duct

Note:
• HDPE innerduct will not meet code
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Carlon Plenum-Gard® – Premise Innerduct
Top

Sellers

Applications: Plenum, Riser and General Purpose Applications per Articles 725, 770, 800 and 820

Tech. Info: • Maximum flame propagation distance is less than 5.0 ft.
• The peak optical density of smoke is less than 0.50
• The average optical density of smoke is less than 0.15

Specifications

* Overnight Shippable

• Custom Orders are not returnable
• Custom lengths are available in minimum order quantities of 1000 ft.
• Custom color runs are available in minimum order quantities of 10,000 ft.

Options: • Color: Black, Blue, Gray, Red, White and Yellow
• Two, three, or four way parallel
• Split Duct
• Custom print line

Size Color Part No.
Pull
Tape

Coil
Length

(ft.)

Product
Wt. per
100 ft.
(lbs.)

1/2" Orange CD4X1C-500 900 lb. 500 7

3/4" Orange CE4X1-350* Empty 350 8

1"

Orange CF4X1C-100* 900 lb. 100 10

Orange CF4X1C-250* 900 lb. 250 10

Orange CF4X1-250 Empty 250 10

Orange CF4X1-250S* Empty 250 10

11/4" Orange CG4X1C-200* 900 lb. 200 14

11/2" Orange CH4X1C-150* 900 lb. 150 16

2" Orange CJ4X1C-100* 900 lb. 100 21

Size I.D. Min. Ref. Min. O.D. Max. O.D. Min. Bend Radius
1/2" .60 .815 .835 2"
3/4" .74 1.025 1.045 2"
1" 1.00 1.292 1.312 3"

1-1/4" 1.35 1.630 1.650 3"
1-1/2" 1.50 1.868 1.888 4"

2" 2.00 2.329 2.439 4"

Standard Stock – Reels

Size Color Part No.
Pull
Tape

Reel
Size

(F x W)
Reel
Type

Reel
length

(ft.)

Reel
Wt.

(lbs.)

Product
Wt. per
100 ft.
(lbs.)

1/2" Orange CD4X1C-1500 900 lb. 34" x 23" W 1500 30 7

3/4"
Orange CE4X1-1000 Empty 34" x 23" W 1000 30 8

Orange CE4X1-1000S Empty 34" x 23" W 1000 30 8

1"

Orange CF4X1C-500 900 lb. 34" x 23" W 500 30 10

Orange CF4X1C-1000 900 lb. 48" x 28" W 1000 79 10

Orange CF4X1C-1500 900 lb. 48" x 28" W 1500 79 10

Orange CF4X1C-5200 900 lb. 66" x 41" W 5200 250 10

Orange CF4X1C-6500 900 lb. 72" x 41" W 6500 310 10

Orange CF4X1C-8000 900 lb. 82" x 41" W 8000 365 10

11/4"

Orange CG4X1C-500 900 lb. 48" x 28" W 500 79 14

Orange CG4X1C-900 900 lb. 48" x 45" W 900 96 14

Orange CG4X1C-1600 900 lb. 48" x 45" W 1600 96 14

Orange CG4X1C-3200 900 lb. 66" x 41" W 3200 250 14

Orange CG4X1C-6500 900 lb. 96" x 41" W 6500 700 14

Orange CG4X1-900S Empty 48" x 28" W 900 79 14

11/2"
Orange CH4X1C-350 900 lb. 48" x 28" W 350 79 16

Orange CH4X1C-1200 900 lb. 48" x 45" W 1200 96 16

Orange CH4X1C-4000 900 lb. 82" x 41" W 4000 365 16

2"

Orange CJ4X1C-225 900 lb. 48" x 28" W 225 79 21

Orange CJ4X1C-700 900 lb. 48" x 45" W 700 96 21

Orange CJ4X1C-2000 900 lb. 82" x 41" W 2000 365 21

Orange CJ4X1C-2800 900 lb. 82" x 41" W 2800 365 21

Standard Stock – Coils

• UL Listed to 
2024 Standard

• FT-6 Rated

W = Wood

How to Build a Part Number:
Position 1
Product

Position 2
Size

Position 3
Type

Position 4
Wall

Position 5
Color

Position 6
Pull Line

Position 7
Length

C = Plenum-Gard D = 1/2"
E = 3/4"
F = 1"
G = 1-1/4"
H = 1-1/2"
J = 2"

4 = Corrugated X = Standard 1 = Orange
2 = Black
3 = Gray
4 = White
5 = Blue
7 = Yellow
8 = Red

C = 900 lb. Tape Example
-1000 = Feet
-1000S = 1000 Feet Split

Custom 
Orders
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Standard Stock – Reels

Size Color Part No.
Pull
Tape

Reel
Size

Reel
Type

Reel
length

(ft.)

Reel
Wt.

(lbs.)

Product
Wt. per
100 ft.
(lbs.)

3/4" Orange DE4X1-1000 Empty 34" x 23" W 1000 30 12

1"

Orange DF4X1C-500R 900 lb. 43" x 23" W 500 56 15

Orange DF4X1C-1000 900 lb. 48" x 28" W 1000 79 15

Orange DF4X1C-1500 900 lb. 48" x 28" W 1500 79 15

Orange DF4X1C-2700 900 lb. 48" x 45" W 2700 96 15

Orange DF4X1C-5200 900 lb. 66" x 41" W 5200 250 15

Orange DF4X1C-6500 900 lb. 72" x 41" W 6500 310 15

Orange DF4X1C-7000 900 lb. 72" x 45" S 7000 148 15

Orange DF4X1C-9400 900 lb. 84" x 45" S 9400 199 15

11/4"

Orange DG4X1C-900 900 lb. 48" x 28" W 900 79 17

Orange DG4X1C-500R 900 lb. 48" x 23" W 500 56 17

Orange DG4X1C-1500 900 lb. 48" x 45" W 1500 96 17

Orange DG4X1C-1600 900 lb. 48" x 45" W 1600 96 17

Orange DG4X1C-3200 900 lb. 66" x 41" W 3200 250 17

Orange DG4X1C-4500 900 lb. 72" x 45" S 4500 148 17

Orange DG4X1C-5600 900 lb. 82" x 41" W 5600 365 17

Orange DG4X1C-6500 900 lb. 96" x 41" S 6500 700 17

11/2"
Orange DH4X1C-1200 900 lb. 48" x 45" W 1200 96 22

Orange DH4X1C-4000 900 lb. 82" x 45" S 400 193 22

Orange DH4X1C-4500 900 lb. 84" x 45" S 4500 199 22

2"
Orange DJ4X1C-700 900 lb. 48" x 45" W 700 96 27

Orange DJ4X1C-2000 900 lb. 82" x 41" W 200 265 27

Orange DJ4X1C-2800 900 lb. 84" x 45" S 2800 199 27

W = Wood
S = Steel

* Overnight Shippable

Size Color Part No.
Pull
Tape

Coil
Length 

(ft.)

Product
Wt. per
100 ft.
(lbs.)

3/4" Orange DE4X1-350* Empty 350 12

1"
Orange DF4X1C-250* 900 lb. 250 15

Orange DF4X1C-500 900 lb. 500 15

Orange DF4X1-250S* Empty 250 15

11/4"

Orange DG4X1-200 Empty 200 17

Orange DG4X1C-200* 900 lb. 200 17

Orange DG4X1C-500 900 lb. 500 17

Orange DG4X1-200S* Empty 200 17

11/2" Orange DH4X1C-150* 900 lb. 150 22

2" Orange DJ4X1C-100* 900 lb. 100 27

Standard Stock – Coils

Specifications

• Custom Orders are not returnable
• Custom lengths are available in minimum order quantities of 1000 ft.
• Custom color runs are available in minimum order quantities of 10,000 ft.

Options: • Color: Black, Blue, Gray, Red, White and Yellow
• Two, three, or four way parallel
• Split Duct
• Custom print line

Size I.D. Min. Ref. Min. O.D. Max. O.D. Min. Bend Radius
3/4" .74 1.025 1.075 6"
1" .98 1.290 1.340 6"

1-1/4" 1.31 1.640 1.690 7"
1-1/2" 1.54 1.880 1.930 8-1/4"

2" 2.00 2.350 2.400 9-1/2"

Applications: Riser and General Purpose
Applications per Articles 725, 770,
800 and 820. Suitable for vertical
runs in a shaft or between floors.

Tech. Info: • Maximum flame propagation:
6.0 ft. Max. Value

• Do not store outside
• No UV protection

• UL Listed to 2024
• FT-4 Rated

How to Build a Part Number:
Position 1
Product

Position 2
Size

Position 3
Configuration

Position 4
Wall

Position 5
Color

Position 6
Pull Line

Position 7
Length

D = Riser-Gard E = 3/4"
F = 1"
G = 1-1/4"
H = 1-1/2"
J = 2"

4 = Corrugated X = Standard 1 = Orange
2 = Black
3 = Gray
4 = White
5 = Blue
7 = Yellow
8 = Red

C = 900 lb. Tape Example
-1000 = Feet
-1000S = 1000 Feet Split

Custom 
Orders
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• Custom Orders are not returnable
• Custom lengths are available in minimum order quantities of 1000 ft.

Standard Stock – Reels

Size Color Part No. Nom. I.D. Nom. O.D.
Pull
Tape

Reel
Size

(F x W)
Reel
Type

Reel
length

(ft.)

Reel
Wt.

(lbs.)

Product
Wt. per
100 ft.
(lbs.)

1" White HF4X4C-5000 1.049 1.365 900 lb. 72" x 41" W 5000 310 15

11/4" White HG4X4C-4000 1.250 1.550 900 lb. 72" x 41" W 4000 310 17

11/2" White HH4X4C-2000 1.500 1.850 900 lb. 66" x 41" W 2000 250 22

2" White HJ4X4C-2000 2.000 2.425 900 lb. 82" x 41" W 2000 365 27

W = Wood

Applications: Riser and General Purpose Applications
per Articles 725, 770, 800 and 820.
Suitable for vertical runs in a shaft or
between floors.

Tech. Info: • Maximum flame 
propagation: 3'6" Max. Value

• UL Listed to 2024
• FT-4 Rated

How to Build a Part Number:
Position 1
Product

Position 2
Size

Position 3
Configuration

Position 4
Wall

Position 5
Color

Position 6
Pull Line

Position 7
Length

H = Hal-Free F = 1"
G = 1-1/4"
H = 1-1/2"
J = 2"

4 = Corrugated X = Standard 4 = White C = 900 lb. Tape Example
-1000 = Feet
-1000S = 1000 Feet Split

Notes:

Custom Orders
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Micro-Gard Plenum Micro-Gard Riser
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• UL and c-UL Listed to 2024 for Plenum and
Riser applications.

• Two Sizes: 8/6mm and 12/10mm. The smaller sizes
accommodate the size constraints of multi-dwelling
units, and make installations faster and easier.

• Smooth interior wall eliminates snag points and 
provides low coefficient of friction regardless of
whether jetting or pull-tape is used.

• Superior burn-through resistance for longer cable pulls.

• Pre-installed pull-tape makes installing cable faster
and easier (option available for empty duct).

• Sequentially marked footage to easily identify lengths
and reduce waste.

• Reel sizes from 1000 to 5000 feet for easy handling
on the jobsite.

• Future-proofing raceway system for fast, easy
wire/cable upgrades, changes, and moves.

Features

Part No. Size Type Color
Pre-Installed 

Tape Feet/Reel
Reel
Size

MGP08MT-1000 8/6mm Plenum White 200 lb. 1000 24"

MGP08MT-2500 8/6mm Plenum White 200 lb. 2500 24"

MGP08MT-5000 8/6mm Plenum White 200 lb. 5000 36"

MGP12MT-1000 12/10mm Plenum White 200 lb. 1000 24"

MGP12MT-2500 12/10mm Plenum White 200 lb. 2500 24"

MGP12MT-5000 12/10mm Plenum White 200 lb. 5000 36"

MGR08JT-1000 8/6mm Riser Orange 200 lb. 1000 24"

MGR08JT-2500 8/6mm Riser Orange 200 lb. 2500 24"

MGR08JT-5000 8/6mm Riser Orange 200 lb. 5000 36"

MGR12JT-1000 12/10mm Riser Orange 200 lb. 1000 24"

MGR12JT-2500 12/10mm Riser Orange 200 lb. 2500 24"

MGR12JT-5000 12/10mm Riser Orange 200 lb. 5000 36"

Specifications

Custom Orders
How to Build a Part Number:

Position 1
Product

Position 2
Type

Position 3
Size

Position 4
Color

Position 5
Pull Line

Position 6
Length

MG = Micro-Gard P = Plenum
R = Riser

08 = 8/6mm
12 = 12/10mm

J = Orange
M = White

T = 200 lb. Tape Example
-1000 = Feet

Carlon Micro-Gard™ Plenum & Micro-Gard™ Riser – Premise Innerduct

Applications: Riser and
General Purpose Applications
per Articles 725, 770, 800 and
820. Suitable for vertical runs
in a shaft or between floors.

Applications: Plenum,
Riser and General Purpose
Applications per Articles
725, 770, 800 and 820
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Resi-Gard® and Fittings

Ideal for providing a main chase from the main distribution
panel to a secondary hub in the attic or basement, Resi-Gard
nonmetallic flexible raceway is available in 3/4" to 2" 
diameter sizes with factory installed pull tape in sizes 1" to
2". The raceway is hand bendable, lightweight and easily 
cut to length to reduce scrap. Bright orange color clearly 
signifies a low voltage installation.

Quick Connect Coupling

Quick Connect Threaded Adapter

Quick Connect Snap-In Adapter

Male Terminal Adapter*

Standard Couplings*

Standard Length Coils

* Must be cemented to Resi-Gard® Flexible Raceway 
using ONLY Resi-Gard Solvent Cement

E86720 E32447

E151168
FT-1

Standard Length Reels*

LR92248

* Made to order

Except where
noted by 

LR31146

*If installing own tape, a lubricated polyester is recommended.

PVC Lock Nut

Size
Pull 
Tape

Part
No.

Reel
Length

Prod. Wt.
(lbs.) Reel

3/4" Empty SCE4X1-1000 1000 115.0

1" 900 lbs. SCF4X1C-1500 1500 268.5

2" 900 lbs. SCJ4X1C-500 500 133.5

Size
Pull 
Tape

Part
No.

Reel
Length

Prod. Wt.
(lbs.) Reel

3/4" Empty* SCE4X1-100 100 11.5

1" 900 lbs. SCF4X1C-100 100 17.9

1-1/4" 900 lbs. SCG4X1C-100 100 21.5

1-1/2" 900 lbs. SCH4X1C-50 50 11.2

2" 900 lbs. SCJ4X1C-100 50 13.4

Part No. Size
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

SCA240E 3/4" 25 .783

SCA240F 1" 20 .972

Part No. Size
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

SCE940G 1-1/4" 30 3.5

SCE940H 1-1/2" 25 3.9

SCE940J 2" 30 5.2

Part No. Size
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

SCE943G 11/4" 50 3

SCE943H 11/2" 25 2.5

SCE943J 2" 50 6.8

Part No. Size
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

SCA243E 3/4" 25 .633

SCA243F 1" 20 .778

Part No. Size
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

SCA253E 3/4" 25 .783

SCA253F 1" 20 .918

Part No. Size
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

LT9LE 3/4" 700 4

LT9LF 1" 600 4

Resi-Gard® Flexible Raceway

Resi-Gard® Fittings
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Boxes and Brackets

Dual Voltage Box/Bracket*

Low Voltage Add-On Bracket*

Low Voltage Adjustable Brackets*

Low Voltage Divider Plate Mud Ring (4" sq. 1/2" Raised Cover)

SC200DV

SC100ADJC

SC100SC

E42728

E216492

E216492

*U.S. Patent D463,376

*U.S. Patent D459,312 U.S. Patent 6,710,245

*U.S. Patent 5,289,934

• Dual Voltage Capability
• Accepts a two-gang face plate.
• 3/4" Resi-Rings
• Backless Design accommodates large/deep

low voltage devices.

• Eliminates cutting the backs off Electrical
Boxes.

• Accommodates bend radius requirements for
low voltage cabling.

• Provides ample space for installation.

• Dual Voltage Capability accommodates high and
low voltage devices in the same box.

• Attaches to virtually any nonmetallic electrical
box as long as there’s a side for the tape to 
stick to.

• Accepts a two-gang face plate.
• 3/4" Resi-Rings
• Allows for the installation of most  decora style

yoke plates

• Accommodates varying finished wall thicknesses –
ideal for wood paneling, tile or stucco walls.

• With the turn of a screw, adjust to any wall 
thickness.

• Steel Mounting Bracket provides a secure mount.
• Backless Design accommodates large/deep low 

voltage devices.

• Eliminates cutting the backs off Electrical Boxes.
• Accommodates bend radius requirements 

for low voltage cabling.
• Provides ample space for installation.
• Removable Bracket and Interchangeable 

Mounting Bracket – upgrade from a one-gang 
to a two-gang anytime.

Part No. Size
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

SC100SC 1-Gang 24 2.3

Part No. Size
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

SC100ADJC 1-Gang 24 7.5

SC200ADJC 2-Gang 20 6.9

Part No. Cover Volume
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

SC200DV 1-Gang 20.5 cu. in 16 6.4

SCDIV

For use with Carlon® SuperBlue™

boxes only (Refer to page 11)

Part No.
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

SCDIV 50 2.2
Part No. Size

Std.
Ctn.
Qty.

Std. Ctn.
Wt.

(lbs.)

SCA410 1-Gang 20 1.54

E42728

NOTE: Classified for two hour fire resistive wall 
assemblies when used with Two-Gang Quick Connect
Outlet and Switch Boxes
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Boxes and Brackets

*U.S. Patent D457,140
D462,664

* Lamson & SessionsD

SC100A

E216492

E216492

• Backless Design accommodates large/deep low
voltage devices

• Eliminates cutting the backs off Electrical Boxes.
• Accommodates bend radius requirements for low

voltage cabling
• Provides ample space for installation
• Mount Flange for steel stud application

• Rectangular Flange for faster/easier 
installation.

• Shallow Bracket – Less material, easier to
work with.

• Marking hole for wall opening.

• Thinner Flange for less protrusion on the
wall.

• SINGLE GANG ONLY – Clamps stop at 
center point to prevent the bracket from
twisting or bending out of the wall.

SC200A SC300A

SC100RR

U.S. Patent No. 6,812,405

Part No. Size
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

SC100RR 1-Gang 12 1.4

SC200RR 2-Gang 6 .9

Part No. Size
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

SC100A 1-Gang 24 5.3

SC200A 2-Gang 24 7.7

SC300A 3-Gang 5 1.6

• Resi-Rings with Concentric Knockouts
• Accepts 3/4", 1", and 1-1/4" Resi-Gard.
• Horizontal Mounting Bracket (one-gang only)
• Breakaway Drywall Support Flange provides easy alignment for 1/2"

drywall
• Screw mount option
• Breakaway Vertical Mounting Flange
• Breakaway feature allows the use of the Low Voltage Add-On Bracket

One-and two-gang versions only

Coming
Soon!3-Gang Low VoltageBracket

Low Voltage Brackets*

Old Work Brackets

Gross Automation (877) 268-3700 · www.carlonsales.com · sales@grossautomation.com
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More Great Products

Low Voltage Adjustable Floor Bracket w/ Cover

Drop-In Floor Box

• White, Ivory, or Brass Cover
• Orange – Identifies Low Voltage Installations
• Open Design Floor Bracket – Accommodates Low Voltage Bend Radius

Requirements 
• Patented Adjustable Screw – Bracket Adjusts to Most Finished Floor Depths
• Leviton QuickPort Quad 106 Insert – Install up to 4 Low Voltage Inserts
• Two-Door Design
• C-UL-US Listed

Install clip over subfloor. Screw in to adjust to height 
of flooring or carpet.

Beautiful flush fit every time!

Installation:

Part No. Cover Std. Ctn. Qty. Std. Ctn. Wt. (lbs.)

SC100FBWC Nonmetallic – White 8 5.62

SC100FBVC Nonmetallic – Ivory 8 5.62

SC100FBBC Brass 8 13.78

• Single hole installation

• Solid brass cover has a light lacquer finish to resist wear - Ideal for high traffic
areas

• Accommodates high and low voltage applications

• Includes single gang grounded receptacle, low voltage telephone/cable plate
(data jacks not included), and blank plate for custom installations

• Eliminates the need for extension cords

• Superior aesthetics - Ideal for home offices and entertainment rooms

• C-UL-US Listed Nonmetallic Outlet Box

Part No. UPC Code Description
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

E971FBDI 034481186601 Drop-In Floor Box w/Hole Saw 5 6.5

E971FBDIB 034481189459 Drop-In Floor Box without Hole Saw 20 17.6

E42728
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More Great Products

NOTE: Classified for two hour or less fire resistive floor assemblies

E42728

Part No. Cover Cu. in.
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

B121BFBB Brass 20 8 14.50

B121BFBR Nonmetallic – Ivory 20 8 7.02

B121BFBRW Nonmetallic – White 20 8 7.02

One-Gang
• Adjusts to most finished floor heights (From 0" to 13/4")
• 20 cubic in. capacity
• Available with nonmetallic or brass cover
• Complete assembly includes box, duplex receptacle, cover,

molded-in cable clamps, mounting bracket and mounting
hardware

• Ideal for home offices and entertainment rooms
• UL listed Floor Box
• UL scrub water tested
• 2 hour floor fire classification

Part No. Cover Cu. in.
Std.

Ctn. Qty.
Std. Ctn.
Wt. (lbs.)

B234BFBB Brass 34 4 9.98

Two-Gang
• Adjusts to most finished floor heights (From 0" to 1-3/4")
• Dual voltage capability
• 34 cubic in. capacity
• Complete assembly includes box, cover, dual voltage

divider, molded-in cable clamps, mounting bracket and
mounting hardware (Note: Devices not included)

• Ideal for home offices and entertainment rooms
• UL listed Floor Box
• UL scrub water tested
• 2 hour floor fire classification

Screw in to
adjust to
height of
flooring or
carpet

Beautiful
flush fit
every time!

Install 
clip over
subfloor.

Screw in to
adjust to
height of
flooring or
carpet

Beautiful
flush fit
every time!

Install 
clip over
subfloor.

Installation:

Installation:

Adjust-A-Box® Residential Floor Box
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